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1. Introduction

NASA is committed to building world-class and state-of-the-art sustainable facilities that are
cost efficient and safe. This commissioning guide is a result of the findings from NASA’s first
four postoccupancy evaluations (POEs) of new constructed buildings. These POEs consistently
found issues with NASA’s commissioning process, which evolved into a series of commissioning
training classes being offered across the Agency, as well as this commissioning guide. Facilities
shall be commissioned to ensure the applicable criteria are met and all of the buildings systems
operate according to their design intent and manufacturers’ specifications.

Total Building Commissioning addresses all of the buildings’ critical systems. As new and
innovative systems are developed to meet sustainability requirements, the need to provide a
commissioning quality control process becomes more critical. These innovative building
systems are often new to the building industry and designers, contractors, and operations and
maintenance personnel aren’t as familiar with their unique characteristics as they are with
building systems that have been used for decades. Buildings that have had their systems
commissioned typically are more energy efficient, have higher quality indoor environments,
and have reduced operating costs and better trained operation and maintenance personnel.

This commissioning guide addresses all of the commissioning phases. Part One of this guide
describes best practices for procuring and executing the commissioning process for new
buildings and major renovations. Commissioning for new buildings and major renovations starts
in the project planning phase and proceeds through the design, construction, and occupancy
and operations phases. The Commissioning Guide also addresses recommissioning,
retrocommissioning, and continuous/ongoing commissioning. The recommissioning process is
used for existing buildings that previously have been commissioned. Retrocommissioning is
used for existing buildings that never have been commissioned and is required for NASA to
meet their 2015 Sustainable Building requirements. It often has the quickest financial payback
of all of the commissioning phases. The continuous/ongoing commissioning process is used to
provide continuous/ongoing commissioning for buildings that have been commissioned using
one of the methods described above.

The NASA Commissioning Guide is intended to be used by Center personnel to facilitate the
commissioning process for projects being executed at their Center. This document does not
prohibit use of Center best practices or current management methods being used to execute
the planning, design, construction, or operation of facilities.

The commissioning process is defined by the American Society of Heating, Refrigerating, and
Air-Conditioning Engineers (ASHRAE) as “a quality oriented process for achieving, verifying, and
documenting that the performance of facilities, systems, and assemblies meets defined
objectives and criteria.” Several guidelines defining the commissioning process have been
developed by well-known international and national organizations. This guideline has been
developed by NASA and is intended to capture how to incorporate Commissioning (Cx) into the
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predesign, design, construction, and occupancy phases of Construction of Facilities (CoF)
projects. This guideline is not intended to be considered as required to be followed fully but as
a guide to assist NASA personnel in making decisions about how to incorporate the
Commissioning process into CoF projects.
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2. Procurement Guidelines

Commissioning services should be procured following the requirements of procuring
Architect/Engineer (A/E) professional consulting services. The commissioning firm that manages
the commissioning process should be contracted directly to the Government and should not
work as a subcontractor to the contractor providing engineering or construction services. It is
recommended that the Center have an Indefinite Delivery/Indefinite Quantity (IDIQ) Contract in
place to procure commissioning services on a task order basis. This procurement approach will
allow the Government to contract the commissioning agent (CxA) as needed for the various
phases of commissioning. To maintain specific project knowledge and team continuity, it is
recommended to have the same commissioning firm under contract for all commissioning
phases. Due to the extended duration of some large projects, it may only be practical for the
same firm to be under contract for the design and construction commissioning phases. See
Appendix E for a sample commissioning firm solicitation.

The project A/E Contractor is the designer of record and is responsible for the accuracy and
completeness of the design and construction documents. The construction contract
specifications should clearly identify the specific systems being commissioned, submittal review
requirements, and the commissioning responsibilities of the General Contractor (GC) and the
subcontractors working for the GC. The CxA shall provide guidance to the A/E contractor for
developing commissioning construction contract specification details during the design phase
commissioning process. It is important that the various contractual relationships are clearly
defined and maintained. There are a number of commissioning agents that provide both new
and existing building commissioning. However, it should be noted that new building
commissioning and existing building commissioning often require different skills.

Before the commissioning firm is hired, the Government should evaluate potential CxA
candidates on:

e Extent of experience in Commissioning, facilities operations and maintenance, design
engineering, etc.

* Certifications — Building Commissioning Association (BCA), ASHRAE, American Air
Balancing Council (AABC), and National Environmental Balancing Bureau (NEBB)

e Sample documents from previous projects

* Types of facilities and complexity of systems previously commissioned
* Professional Engineer registration

* Internet-based collaboration and communication tools

e Hands-on experience with building HVAC, plumbing, electrical systems, and controls
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Equipment operations experience, clear understanding of control sequences and strategies,
and air and water balancing experience. Note: It may be difficult to find someone with all
these qualifications.
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3. Planning for the Commissioning
Process

3.1. General

As described within this document, commissioning new and/or existing buildings is a lengthy
process that requires a significant financial investment. Depending on the NASA Center, the
responsibilities associated with the commissioning process could span multiple contracts, such
as:

¢ Commissioning Agent (see Section 5.0)

* A/E Design Firm (for newly constructed buildings)

e Construction Contractor (for newly constructed buildings)
e Operations & Maintenance Contractor

Depending on the Center, the above services may be obtained through individual stand-alone
contracts or through large contracts that consolidate the above responsibilities. Regardless of
the contract structure, Centers need to develop a project-specific business plan to ensure that
adequate financial resources are available throughout the life of the commissioning process.

Typically, a rough budget for Cx services can be expected to be 0.4% of the construction cost or
$0.30/sf for existing buildings, depending on scope. Consequently, Centers should consider
planning for a multitude of different funding streams to meet the required Cx budget figure.

3.2. New Buildings (Design-Bid-Build)

Most NASA projects for new buildings have historically been procured using a Design-Bid-Build
approach (e.g., there is an A/E Design Contract, a subsequent Government procurement
process, then a Construction Contract). The business plan for this approach may be slightly
different than the approach for Design-Build projects.

Generally, commissioning new buildings begins during the Predesign Phase and lasts through
the Operations Phase. Realistically, this requires that commissioning services be sustained for
as much as 4 or 5 years.

3.2.1. Predesign Phase

Funding is usually required during the Predesign Phase to finance the contracted CxA. For most
Centers, there are two funding options for this phase of the project.
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In some instances, Centers may be successful in advocating for Agency-provided Construction
of Facilities (CoF) Preliminary Engineering Report (PER) funding for a significant building project.
Advocacy for PER funding needs to occur through the Center’s CoF point of contact 5 years
prior to the construction year of the building. If successfully obtained, a portion of the PER
funding can be used to finance the Cx services through the Predesign Phase of the project.

In the more likely event that PER funding is not available, Centers should plan to use the Facility
Organization’s Center Management & Operations (CMQ) funding to sustain Cx services through
the Predesign Phase.

3.2.2. Final Design and Preconstruction Phases

Centers should plan on funding multiple contracts for Cx services during the Final Design Phase
of a project. This could include funding for the CxA, the Final Design A/E Contractor, and the
Operations and Maintenance (O&M) Contractor (assuming early involvement).

The Brooks Act of 1972 stipulates a 6% (of the overall construction budget) limitation for the
final design services for Federal projects. These services are associated with the production and
delivery of designs, plans, drawings, and specifications. In addition, the Agency has historically
planned for an additional 4% funding requirement for “other required services” such as field
investigation, cost estimating, and implementation plan development. Commissioning services
during the Final Design & Preconstruction phases can be included as “other required services.”

During the planning process for new building projects (typically 4 years prior to the construction
year), Centers should work with their CoF point of contact to incorporate the required funding
for Cx services into the overall project budget. This includes identifying Cx services to be
financed with CoF Facilities Planning and Design (FP&D) funding 2 years prior to the
construction year and Cx services to be financed with CoF Construction Funding (see Section
3.2.3) during the Construction Phase and beyond. This should be clearly identified on a NASA
Form 1510 “Facility Project Cost Estimate” that is initially submitted during the Agency’s CoF
Prioritization process.

Although the Agency model has been based on a need for 10% FP&D funding (6% for design, 4%
for other required services), recent year budgets have not allowed for full funding. The typical
Center allocation of FP&D for new building projects is approximately 8% (6% for design, 2% for
other required services). Consequently, the allocated FP&D is largely consumed by the A/E’s
final design contract, and little remains for Cx services.

If no FP&D funding is available, Centers should again plan to use Facility Organization’s Center
Management & Operations (CMO) funding to sustain Cx services through the Final Design and
Preconstruction phases.

3.2.3. Construction, Activation, Occupancy, and Operations Phases

As was the case for the Final Design phase, Centers should plan on funding multiple contracts
for Cx services during the construction, activation, and occupancy and operations phases of the
project. This could include funding for the CxA, the Final Design A/E Contractor, the
Construction Contractor, and the O&M Contractor. An option to consider would be hiring a civil
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servant to perform the commissioning. Another option would require the O&M contractor to
supply a CxA through the O&M contract.

As described in Section 3.2.2, Centers should work with their CoF point of contact to
incorporate the required funding for Cx services into the overall project budget. Upon receipt of
CoF Construction funding, project managers should immediately obligate the correct amounts
to the various contracts as required.

3.3. New Buildings (Design-Build)

Another delivery model for new building projects is the Design-Build approach (i.e., a single
procurement is issued for services to design and construct the building). For this process, the
Agency typically issues a small amount of FP&D funding (~ 2%) to enable Centers to produce a
bridging document that is used to define requirements for the Design-Build procurement. The
remainder of the financing is delivered as CoF Construction funding for a single contractor to
provide the design-build services.

3.3.1. Predesign Phase

Funding is usually required during the Predesign Phase to sustain the contracted CxA. Centers
should plan to use the Facility Organization’s CMO funding or possibly FP&D funding to sustain
Cx services through the Predesign Phase.

3.3.2. Final Design, Preconstruction, Construction, Activation, Occupancy, and Operations
Phases

For these phases, Cx funding may be required for the contracted CxA, the Design-Build
Contractor, and the O&M Contractor.

As was the case for new buildings delivered via the Design-Bid-Build process, Centers should
work with their CoF point of contact to incorporate the required funding for Cx services into the
overall project budget and clearly identify the needs on a NASA Form 1510, “Facility Project
Cost Estimate.” Upon receipt of CoF Construction funding, project managers should
immediately obligate the correct amounts to the various contracts as required.

3.4. Existing Buildings (Retrocommissioning and Recommissioning)

Typically, recommissioning and retrocommissioning of existing buildings requires funding for
two activities:

e A contracted CxA to perform the assessment of the existing building

* The Center’s O&M Contractor’s providing access to all areas requested by the CxA and
performing the repairs/modifications identified in the CxA’s final report
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Options for funding the commissioning of an existing building are limited. Centers finance their
institutional facility operations, maintenance, and repair function using local Facility
Organization’s CMO funding. As CMO budgets continue to decline, Centers are challenged to
maintain and repair all of the facilities within their real property inventory. Therefore, fencing
CMO funding for commissioning activities is often difficult.

Facilities organizations need to promote the idea that investment in commissioning an existing
facility will eventually result in lower O&M costs for that facility in the future. Consequently,
planning and advocacy are the keys to ensuring that CMO funding can be obtained.

It is often difficult to budget for the overall commissioning requirements since the magnitude of
the repairs/modifications identified in the final report is a variable (and often in excess of
$100,000). One business approach is to advocate for CMO to fund developing a building
commissioning report one year and to advocate for funding the repairs/modifications in a
subsequent year.

3.5. Agency Energy Savings, Commissioning, and Similar Initiatives
for Existing Buildings.

On occasion, the Agency is able to advocate for special funding allocations for projects that
promote energy savings, conservation of natural resources, or specifically for
recommissioning/retrocommissioning initiatives. In these instances, a call will be issued to the
Centers for candidate projects. A Center will increase its likelihood of obtaining funding if there
is a completed commissioning report and a repair initiative can lead to quick obligations.

3.6. Internal Existing Building (EB) Commissioning

Most Centers have an Indefinite Delivery/Indefinite Quantity (IDIQ) portion of their
maintenance contract that they can use for projects and services outside the scope of their
baseline maintenance services. If the maintenance contractor either has on staff or the ability
to subcontract a CxA to do “lite” commissioning on some selected facilities, this might include
limited services for known problem areas such as:

e Testing, Adjusting, and Balancing (TAB) work in certain areas or buildings

e Testing and proving out the sequence of operations for selected mechanical and
electrical equipment in the facility

This could provide a less expensive way to accomplish some abbreviated building
commissioning.
3.7. Reliability Centered Building and Equipment Acceptance

Reliability Centered Building and Equipment Acceptance (RCB&EA) is the process of using
Reliability Centered Maintenance (RCM) and Predictive Testing and Inspection (PT&I)
techniques on newly installed equipment and components to:
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* |dentify and eliminate manufacturing defects
* Verify proper installation

* Baseline new equipment characteristics for the maintenance organization to compare to
throughout the life of the equipment

RCB&EA shall be used on all new construction, renovation, and new equipment installations as
required by NPR 8820.2, Sections 2.2.6.9 (2), 4.7.4 (j), and 5.4.1. The process can be specified
using the Unified Facilities Guide Specification (UFGS) Sections 01 83 and 01 86. RCB&EA does
not replace commissioning but instead supplements the traditional commissioning process.

Traditional commissioning historically has not included using PT&I technologies to check for
latent manufacturing and installation defects. Traditional commissioning acceptance
requirements are met as long as the installation complies with the design intent and reflects
the proper process parameters for equipment acceptance. This process does not detect
underlying defects, which may result in premature equipment failure. Regardless of whether
the failure occurs within or outside of the warranty period, the facility incurs costs associated
with correcting the problem or enforcing the contractor’s warranty at a later date.

NASA’s approach to commissioning conforms rather closely to the Total Building
Commissioning. The commissioning concept includes additional commitment to integrate RCM.
RCM is an ongoing process that determines the most effective approach to maintenance by
assessing equipment function and determining risks to safety and economy should a failure
occur.

3.7.1. RCB&EA Process Overview

1. During the project planning stage, NASA requires the designer to use UFGS Sections 01 83
and 01 86 in the design by specifically requesting their use in the A/E scope of work. Be sure the
A/E has a copy of the RCB&EA Guide.

2. RCM or the RCB&EA Guide can be used to determine what equipment will be tested and
which PT&I techniques will be used on each piece of equipment.

3. The Contractor shall:

* Deliver equipment and services that meet the requirements and specifications of their
respective contract. All equipment covered by the specifications shall be free of latent
manufacturing and installation defects and acceptance criteria will be defined to ensure, to the
maximum extent possible within economic reason, that these criteria are met

e Perform acceptance testing as defined in their contract, using both traditional and PT&l
technologies. The acceptance criteria, as defined in the contract, also may be used to establish
the required baselines for future maintenance. Not until the requirements of acceptance are
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met will the equipment or facility be accepted by NASA. Be sure the contractor has a copy of
the RCB&EA Guide.

4. At NASA’s option, NASA may elect not to have the contractor perform acceptance testing,
but instead the acceptance testing may be performed either by NASA personnel or other
designated third party personnel. This option can be exercised on a case-by-case basis.
Regardless of who performs the acceptance testing, the requirements of acceptance shall still
be met by the Contractor.

5. Each machine shall have all nameplate information, all hardware, and general condition
noted and documented for inclusion in NASA’s electronic inventory database (Computerized
Maintenance Management System).

6. Each contractor shall have a quality control plan outlining the intended methods of
receiving, testing, and installing equipment. The contractor shall use personnel trained and
adequately certified in the appropriate acceptance testing PT&I technologies to ensure that the
results are accurate and consistent.

7. PT&l involves the use of acceptance and inspection techniques that are nonintrusive and
nondestructive to avoid introducing problemes. It also involves the use of data collection
devices, data analysis, and computer databases to store and trend information. Typical PT&l
technologies used during equipment acceptance include, but are not limited to, vibration
analysis, oil and hydraulic fluid analysis, temperature monitoring, airborne ultrasonic testing,
electrical system testing, and fluid flow and process analysis.

8. The contactor will submit reports to the project manager and the O&M staff that include
the applicable equipment manufacturer’s data, including acceptable test range criteria, test
results, and test equipment information including the most recent calibration.

For more details see the NASA RCB&EA Guide (July 2004) and the UFGS sections 01 83 and 01
86 available at the Whole Building Design Guide (WBDG) Web site.
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4. Commissioning Process for New
Buildings

4.1. Predesign Phase Commissioning Process

During this phase, the overall project scope and criteria for design are developed and
documented in the Owner’s Project Requirements (OPR), Basis of Design (BOD), or Preliminary
Engineering Report (PER) documents.

Information provided by the stakeholders and designers is captured and documented to define
the owner’s objectives and requirements criteria. It is critical that the OPR are developed as
accurately and detailed as possible. This documentation process is typically done by contracting
an Architect and Engineer (A&E) firm. An effective commissioning process depends on a clear,
concise, and comprehensive OPR document including performance and acceptance criteria.
However, the Commissioning Agent (CxA) is not always contracted at this time. On large
projects, it is good practice to contract a CxA to participate in development of the OPR.

4.1.1. The Commissioning Plan

The Commissioning plan identifies the Commissioning Team individuals who will coordinate
with Government personnel. Essential members include the Commissioning Agent,
Government representatives, design engineers, construction manager, contractor personnel,
and Government Project Manager/Lead Design Engineer.

4.1.2. The CxA

The CxA assists the Government, A&E, and stakeholders to develop the project requirements,
listed in the OPR. The CxA should participate in meetings, communicate with the different
stakeholders, perform field investigations, and review existing documents to help develop the
requirements. Many of the requirements that are collected in the Functional Requirements
Document (FRD) are identical to the elements in the OPR. To prevent duplication of effort and
data, the FRD can be included as an appendix to the OPR. If the FRD hasn’t been completed
prior to contracting the CxA, the CxA can assist in preparing the FRD. Depending on the scope of
the project, the OPR should include the following requirements as applicable:

e Commissioning purpose and Scope of Work

Justification

Budget and source

Existing conditions

* Constructability
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* Environmental management

* Energy and sustainability

e Quality and materials

* Acceptance criteria

* Preliminary Cx Plan requirements

e Cxteam members and responsibilities

e Cxintent and procedures

* Cxdocumentation

* Codes and standards

e Systems (components) to be commissioned

— HVAC

— Electrical

— Building envelope
— Security

— Fire suppression and alarms
— Communication
— Acoustical

— Vibration

— Seismic

— Accessibility

— Plumbing

* Equipment and systems tests

— Prefunctional (installation) tests
— Startup tests
— Functional equipment and system tests

* Operations manuals

* Training requirements for owner’s personnel
* Warranty requirements

* Applicable studies from owner

The CxA develops the initial Commissioning Plan. This plan is continually updated throughout
the project. It addresses the requirements and scope of commissioning to be performed and

identifies the processes and procedures for the project. The Commissioning Team individuals
and their respective responsibilities are identified in the Commissioning Plan. In general, the

primary components of the Cx Plan are those shown above for the OPR as applicable. The Cx
Plan documents the intent of how commissioning will be carried out, including testing and
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documentation. The OPR states criteria for commissioning. The initial Cx Plan is modified
throughout design and prior to the start of commissioning during construction. The
modifications are to incorporate design decisions and contractor proposed and accepted
equipment that is not known early in the project.

4.2. Design Phase Commissioning Process

This section has been developed with the understanding that the Commissioning Agent is
working directly for the Government. The Commissioning Agent should be contracted directly
by the Government. The CxA should be empowered with the necessary authority to ensure the
contractor performs through the construction documents phase. The CxA performs with
diligence to provide a high-performing facility for the Government. This section identifies roles
and responsibilities of individuals assigned to the Commissioning Team. Tasks also are identified
that may be performed during this phase of the project. Not all projects will necessarily
encompass all of the tasks listed. How extensive the scope of commissioning work will be
depends on complexity of the project and available budget.

4.2.1. The Commissioning Agent
The Commissioning Agent:

* Coordinates with the Designer of Record (DOR) to identify systems and components to
be commissioned for the project.

e Assists the Designer of Record, DOR, through review and input, to develop checklists for
construction. These can be component checklists or procedural checklists.

* Reviews design documents and submits comments for inclusion of commissioning
requirements

e Reviews the construction documents for errors and omissions and submits comments
for corrections. Assists the Designer of Record, DOR, through review and input, to
develop the Commissioning specification. A general specification with optional discipline
specifications will be generated.

* Initiates and develops preliminary test procedure format as the design documents are
developed and establishes an understanding of the magnitude of scope of testing that
will be involved

e Continually updates the Commissioning Plan with Construction and Occupancy and
Operations Phase commissioning tasks.

e Identifies required Operations and Maintenance training.

* Provides input to DOR on the required Operations and Maintenance training to be
included in construction specification.
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4.2.2.

Conducts and records commissioning meetings.
Integrates commissioning activities into the schedule.

Reviews design and construction schedules and provides input for integration of key
commissioning activities into schedules. Updates Owner’s Project Requirements and
ensures that Basis of Design or Design Intent is updated as necessary.

Tracks issues and deviations between the design documents and the Owner’s Project
Requirements.

Ensures that requirements for systems manuals are contained in the construction
specifications.

Tracks development of the Systems Manual and ensures closeout of requirement.

The Architect/Engineer

The Architect/Engineer:

4.2.3.

Develops the OPR with input from the FRD, owner, Contracting Officer and
Commissioning Agent.

Evaluates comments from the Commissioning Agent during review periods for
consideration of incorporation into the design documents.

Incorporate the RCB&EA specification section into the construction documents.

Incorporates the commissioning requirements into the construction documents for the
contractor to perform while supporting commissioning.

Incorporates Commissioning Specification section(s) into the construction documents to
ensure that construction-related commissioning activities are executed.

Predesign Conference

When commissioning is contracted at the beginning of the design phase, a predesign
conference should be held to familiarize all team members with the commissioning processes.
Roles and responsibilities are discussed, agreed on, and assigned to each of the team members.
The commissioning process augments the Government’s quality assurance program throughout
the entire project.

How commissioning is incorporated into the contractual documents during design is also
explained. It is explained that the Commissioning Authority’s role during the design phase is to
assist the Design Engineer’s professional efforts to develop and incorporate all necessary
commissioning components into the construction package. The Commissioning Authority’s
efforts in no way replace any responsibilities of the design professionals.

4.2.4.

4-4
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The design professional should develop the Basis of Design (BOD), which describes how the
Government’s Project Requirements are implemented into the design. This document typically
comprises:

4.2.5.

System types

Calculations and assumptions

Analysis types

Environmental conditions

References

Operational aspects

Codes, standards, and similar documents referenced
Guidelines used

Project description

Applicable criteria

— National codes & standards, state, and local codes

— Executive Orders, Federal Laws, and Federal Guidance
— NASA Policy Directives (NPDs)

Primary design assumptions

Existing conditions survey

Architectural design narratives

Engineering design narratives

Fire protection and life safety design narratives and life safety code analysis
Hazardous material survey and narrative

Sustainability narrative

Operational and maintenance requirements

Energy analysis

Life cycle cost analysis

Commissioning Plan

The Commissioning Plan is developed and updated throughout the design phase. The plan acts
as a map of the commissioning process throughout the project. The plan is a report of aspects
of the commissioning process and contains, but is not limited to:
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* Definitions

e Commissioning Team roles and responsibilities
* Schedule of activities

e List of products

* Overview of Functional Performance Tests

e Description of processes during each phase

* Basis of Design

e Forms
e Checklists
e Manuals

4.2.6. Commissioning Authority

The Commissioning Authority will at minimum perform a review of the construction documents
at midpoint and final and attend the respective design review meetings. The Commissioning
Authority will provide comments for the review meeting and ensure commissioning processes
are properly incorporated into the construction documents. The Commissioning Authority will
also assist by providing recommendations on constructability, design improvement, or
efficiency comments, as necessary.

4.2.7. Construction Checklist and Functional Test

The Designer of Record, with input from the Commissioning Authority, will ensure that
requirements are provided in the construction specifications for checklists and Functional Tests
as part of the submittal review and approval process during the construction phase to ensure
that commissioning-related activities are executed. Examples are as follows:

e Component verification prior to installation

e System assembly verification during installation

* Preinstallation of equipment on arrival at site

e Installation - activities to be performed during installation

e Startup of equipment

* Pretests to be performed for readiness verification prior to tests

¢ Functional tests

4.2.8. Commissioning Specification
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The Designer of Record, with input from the Commissioning Agent will develop the
Commissioning Specification for insertion into the Construction Specification document. This
specification will be detailed enough to inform the Contractor what their roles and
responsibilities will be regarding the commissioning activities during construction. Generally,
only one Commissioning Specification in the general section will be required. Examples of
subject areas address within the Commissioning Specification are:

* General

* References

* Definitions

e Administrative requirements
e Submittals

e Quality control

e Design review and documentation
* Description of systems

* Test equipment

e Commissioning Plan

e Startup checklists

* Prefunctional checklists

* Functional tests

e Commissioning Report

e Systems manuals

* Postoccupancy surveys

4.2.9. Systems Manual

The Systems Manual should provide information that the operators of the systems need to
properly operate and maintain the systems that were installed during the construction phase.
The Systems Manual contains:

* Executive summary
e Government’s project requirements
e Basis of design

e Construction records including submittals
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* Updates and optimization of systems
e O&M manuals
e Training materials

* Final Commissioning Report

4.3. Construction Phase

4.3.1. CxA Tasks

The CxA has a considerable list of tasks he/she is responsible for conducting during the
construction phase. This phase is when the CxA is most active throughout the project.

The CxA shall:

e Attend preparatory meetings for construction-related activities and ensure that
activities are executed and witness activities as required by contract.

* Schedule and conduct the preconstruction commissioning meeting. During this meeting
the contractor shall perform the following:

— ldentify commissioning team individual roles and responsibilities during the
construction and postoccupancy phases.

— Explain the commissioning testing process and how it is integrated into the
construction schedule

— Emphasize which subcontractors are responsible for performing tests initially to
ensure systems, components, and controls are functioning properly to minimize
failures during the formal testing process

— Develop anissue log and reporting system to track issues and concerns that arise
during the construction phase. These could be design or material deficiencies,
schedule impacts, labor problems, etc.

e Conduct weekly progress meetings throughout the construction phase to:

— Review the past week’s issues and address corrective measures

— Review and update the commissioning schedule

— Discuss commissioning activities for the previous and upcoming weeks
e Review submittals for accuracy and correctness

e Attend construction meetings and discuss integration of commissioning activities.
e Periodically inspect installations for correctness to ensure:

— Field installations allow appropriate clearances for access

— Instrumentation is properly installed per manufacturer requirements
— Installation satisfies requirements

— Safety provisions are satisfied
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Provide construction checklists for the CxA Contractor and Government to review prior
to testing

Develop a component verification list to ensure parts and equipment are delivered per
specification

Witness startup of major components, e.g., switchgear, motor control centers, chillers,
air handlers, and controls for successful operation

Review startup reports

Periodically witness Test, Adjust, and Balance (TAB) procedures and review completed
reports for completeness and accuracy

Develop and obtain Government review and approval of test procedures and data forms
including:

— Participants required—typically the CxA; customer; general contractor; mechanical,
electrical, and controls contractors; design engineer

— Record of completed checklists, TAB procedures, and other prerequisites required
prior to initiation of testing

Review completed checklists and report deficiencies

4.3.2. Step-by-Step Test Procedure

The test procedure will have steps explaining test setup, input variables, and response required
to meet an acceptable outcome. A place to stamp/initial completion of each step shall be
provided. Steps may also have space to record descriptive results such as data, calibration dates
of test equipment, deficiencies, and abnormalities. Procedures should include:

A list of tools, test equipment, and supplies required to conduct tests. This list includes
manufacturer, test equipment scaling/units and calibration dates, tools, and materials
that will be needed in the field for adjustments, measurements, etc.

Results section for recording results. An appendix for recording more comprehensive
results when the body of the test procedure cannot accommodate extensive space.

A change process for in-field changes and documentation of any diversion or changes
from the original procedure

Multiple types of tests may be required:

— Component tests — Proving components function as specified and intended

— System tests — Proving systems function as designed per Sequence of Operations

— Integrated system tests — Proving multiple systems operate and function correctly in
unison

November 2015 4-9



NASA COMMISSIONING GUIDE

4.4.

— Failure switchover tests for proof of redundancy — In critical facilities, redundancy at
the component level, e.g., controllers, pumps, chillers, may need to be tested for
proof of automatic switchover

Emergency power switching tests — In cases where critical power is required, emergency

power switching, e.g., from facility to generator, needs to be tested. Coordinated with

the CxA. The Contractor, with CxA as witness at times, verifies test results meet required
criteria and ensures the tests are completed correctly and accurately. Continually
updates Commissioning Plan

Continual development and update of the Systems Manual

Development and maintenance of the Commissioning Process Report, which documents
system changes, test results, the issues log, and other results from the Commissioning
process.

Verification that training is coordinated properly with manufacturers and vendors for
the Operations and Maintenance (O&M) engineers and technicians

Training witnessed and report of results and deficiencies

Occupancy and Operations Phase

The Occupancy and Operations phase of a building typically begins after substantial completion
of construction and lasts through the contractual warranty period or possibly as long as the
lifetime of the building.

4.4.1. Commissioning Agent

The CxA will be involved with:

4-10

Evaluating systems performance against Government Project Requirements.
Analyzing trends and data logs at the workstation.

Measurement and verification

Seasonal testing

Troubleshooting problems

Reviewing as-built drawings

Reviewing final Systems Manual for compliance with the Construction Contract and
OPR.

Ensuring that the contractor incorporates changes in the way the systems are operated
as opposed to the original intent

Ensuring that Lessons Learned are documented

Finalizing Commissioning Process Report.
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* Verifying heating, ventilating, and air-conditioning (HVAC) set points and ranges have
been adjusted as necessary and systems are operating properly. Adjustments may be
necessary.

* Verifying completion of training

4.4.2. Measurement and Verification of the Systems

Measurement and verification of the systems validates they are working properly or identifies
out-of-tolerance system performance for resolution. Seasonal testing may be performed if the
regularly scheduled testing does not occur during climatic design days.

4.4.3. Final Commissioning Report

The Final Commissioning Report is completed during the Occupancy and Operations Phase. The
Commissioning Process Report lists the work and results accomplished during the Construction
Phase. It identifies systems that have been adjusted or changed to operate differently than
intended per the Government’s Project Requirements. It also contains the construction
checklists, Issues Log and resolutions, test procedures and data, progress reports, deferred
tests, and Lessons Learned data.

November 2015 4-11



NASA COMMISSIONING GUIDE

4-12 November 2015



NASA COMMISSIONING GUIDE

5. Retrocommissioning Process
For Existing Buildings

5.1. Retrocommissioning Outline/Actions/Guide

5.1.1. Retrocommissioning, Recommissioning, Continuous/Ongoing Commissioning Process

Flow for Existing Buildings

Figure 5-1 explains the differing types of commissioning that can be performed on existing

buildings:

* Retrocommissioning: Existing buildings that have never been commissioned

Candidate

Choose Bldg =) ‘ Establish Cx Team ‘-:{> ‘

Develop SOW |

‘ System Repairs(P1) ‘ &= Contract j

Phase 1 Agent

!

1

Gather Bldg Info
for CX Agent

Contract ‘ — _ ‘ — —
Phase 2 Agent v pairs(P2) | == | CxValidation |==p p

* Recommissioning: Existing buildings that previously have been commissioned

Examination and : -
T ==) | Final Report

Identify System and
Coemponent Deficiencies —p
Previously Commissioned

* Continuous/Ongoing Commissioning: System and component monitoring

Identify Critical System and )
Component Deficiencies

Ongoing Performance
Monitoring

= ‘ Trending Analysis ‘

I

‘ Repair as required ‘

Figure 5-1 O&M Commiissioning Flowcharts

5.2. Precommissioning Planning
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5.2.1. Choosing a Candidate Building

There are many indicators that a building is a good candidate for retrocommissioning. Several
of these are:

* Unexplained increases in energy use over time

e High energy use index (BTUs/square foot) compared to other similar buildings

e Excessive complaints from occupants regarding comfort, temperature, or ventilation
e Relatively new buildings that were never commissioned when built.

Larger buildings or buildings with complex mechanical systems that may have drifted from their
original sequence of operation make good candidates for retrocommissioning.

There also are instances where a building will not be an ideal candidate for retrocommissioning.
In buildings where most of the equipment and systems are at the end of their useful life or
obsolete and need to be replaced, retrocommissioning will not improve the performance of the
building and in fact would be a waste of money versus replacing or rehabbing the building.
Buildings with outdated pneumatic controls would not make good candidates; although they
would benefit from retrocommissioning, these types of systems are heading towards
obsolescence and tend to drift, which can make any improvements from retrocommissioning
short lived.

Data to consider when choosing a building for retrocommissioning should include the following:
e HVAC System

— HVAC schedules and setbacks
— Set points
— Minimum outside air ventilation rates

¢ CMMS data

— Service history

— Trouble call history

— Repair history

— Magnitude of repair costs

* Maintenance costs comparison

— Comparison of maintenance costs to similar buildings
— Current maintenance costs trend direction and percentage

e Current/future plans

— Master Plan —are changes scheduled for building?
— Is building currently on a demolition list?

e Type of building
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— Original function/use of the building

— New function/use of the building

— History of Changes

— Original Design versus Current Design — red line drawing of any changes
— Type of exterior

— Building envelope type/insulation levels

* Number of occupants

* Size (gross square feet)

e Annual hours of operation

* Year constructed

* Year of last renovation

e Type and size of all building systems, including but not limited to:

— Mechanical systems

— Lighting systems

— Plumbing systems

— Sewer and storm water systems

— Fire detection and fire protection systems
— Building automation systems

e Energy data, including but not limited to:

— Energy Management Systems information

— Average annual energy use index (EUI) for similar type building
— Annual electricity use, peak demand, and current trend

— Annual propane use, peak demand, and current trend

— Annual natural gas use, peak demand, and current trend

— Annual fuel oil use, peak demand, and current trend

— Annual steam/hot water use, peak demand, and current trend
— Annual chilled water use, peak demand, and current trend

— Annual water use, peak demand, and current trend

— Electrical load balancing

e Sequence of operations

5.2.2. Establishing a Commissioning Team

There are several ways to assemble and structure a commissioning team. Each phase of
retrocommissioning may require a different person to lead the retrocommissioning effort, but
the overall process, principles, and objectives are constant. The question of who should be
responsible for planning and overseeing retrocommissioning may be driven by budget
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constraints and expertise available within the project delivery team and on the needs of each
project and. At a minimum and depending on project size, the retrocommissioning team should
consist of the following members and roles:

5.2.3.

O&M representative: Develop a team consisting of facility staff members, establish
project goals and expectations, and provide the team with information and resources
needed to complete the project; produce data records for electrical usage, sequences of
operation, etc.

Facility staff members: Conduct all necessary system maintenance and servicing before
system testing and work with the retrocommissioning agent on running system
operations tests.

Retrocommissioning agent: Assist O&M representative in developing scope of work for
contractors and facility staff; develop reports that outline project opportunities; and
work with facility staff on running tests and verifying system operations.

Contractors: Perform tasks as required through contracts on all design changes or on all
controls or electrical and HVAC systems and test equipment for efficiency after
implementation or installation.

Customer/User/Operator: Assist O&M representative in understanding customer-driven
requirements or special needs required by current or projected building occupant.

Program Representative: Assist O& M representative in understanding any special
requirements, equipment, or other needs that need to be taken into account when
developing a retrocommissioning plan.

Original Construction or Rehab: It would be very beneficial, where possible, to include
members of the original construction team. Their knowledge would be invaluable to the
retrocommissioning team. If any major rehabilitation projects have occurred, members
of the rehab team would also provide valuable insight into the construction and
operation of the building.

Preparing a Scope of Work

The Scope of Work (SOW) needs to clearly identify what objectives are expected to be covered
by the retrocommissioning process. It is imperative that the scope of work include everything
the retrocommissioning team expects to accomplish. Anything not in the scope of work,
whether it is data to be gathered or work to be accomplished, will not take place. The SOW

should:

5-4

Identify the systems to be commissioned; the design parameters to be used; and type,
content, and detail of testing expected during the retrocommissioning

Include a detailed list of all equipment that is expected to be commissioned and what
level of testing, inspection, and repair is expected for each piece of equipment, as well
as for each major section of the building.
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Clearly identify what level of repairs are to be made as part of the initial phase of
retrocommissioning, what level of repairs will be completed by the in-house contractor,
and what level of repairs are to be deferred to a separate contractor or outside vendor.

Any nonstandard systems or program-specific equipment listed separately and may
need to include special instructions or testing methods.

Clearly identify a strategy for closing out the project and include a transition plan to
move from retrocommissioning to ongoing commissioning if desired.

5.2.4. Gathering Building Information to Provide to Commissioning Agent

As a minimum, the following information should be gathered for retrocommissioning a
building:

CMMS Data:

— PM schedules (review to ensure minimum manufacturers’ maintenance
requirements are being met)

— Equipment nomenclature and data

— Trouble and repeat trouble call history

— Repair history

— Condition-based maintenance data

— Predictive testing and Inspection data.

Size (gross square feet)

Design date

Basis of design

Information about the building envelope, including roof, exterior surface, and windows
Utilities systems information

Annual hours of operation

Type and size of mechanical, lighting, and control systems

Metered (submetered where available) utility data and energy information for at least
12 months:

— Annual electricity use (kWh/year)

— Peak demand

— Annual natural gas/propane/fuel oil/water/steam /chilled water/ and all other
pertinent utilities that serve the building

Sequences of operation:
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— HVAC schedules and setbacks
— Set points
— Minimum outside air ventilation rates

* Drawings and specifications relevant to the systems scheduled for commissioning,
especially control drawings

* Building construction type, specifications, and drawings.
e Existing control points list for each building

e Operating strategies programmed into the Energy Management and Controls System
(EMCS)

* Equipment list with nameplate information for equipment controlled by the EMCS
e Existing O&M and system manuals and information for equipment

e Test and balance (TAB) reports

* Sensor calibration documentation

e Existing design and data management system information

5.3. Contracting a Phase | Commissioning Agent

Retrocommissioning (RTCx) is the task of commissioning a building that has never been formally
commissioned. Final testing of various systems may have been done per NASA specifications
such as Test and Balance of HVAC systems; however, the formal process defined as
commissioning was not completed by a licensed Commissioning Agent (CxA). In some cases,
documentation of the systems tested in the original construction project may be available;
however, this may not be the case depending on the age of the facility. In addition, changes to
the facility such as additions, modifications, and demolition of various systems may have
occurred in the time between the original construction project and the planned RTCx activity. If
the original testing submittals and test reports are available, these may be used as a reference
for the testing planned in the RTCx. The original testing methods may be repeated or new
methods may be developed during this process.

Once selection of the candidate building or buildings is made and the selected systems to be
commissioned are identified, the maintenance team will begin Retrocommissioning to evaluate
the systems. The CxA selected may be one used for new building construction at the Center or
may be a CxA selected for specific knowledge or experience related to this project. The RTCx
project will perform testing of all identified systems and compare this to the original design or
any design modifications that have occurred. In the absence of the original design criteria, the
systems may be tested based on industry standards or site needs.

5.3.1. Team Selection

5-6 November 2015



NASA COMMISSIONING GUIDE

The Retrocommissioning team shall have members from all pertinent stakeholders. Members
from the maintenance and operations contractor and NASA workforce are key members, as
well as those from the original design and construction projects if they are available.

5.3.2. CxA Qualifications and Selection

* The Commissioning Agent (CxA) should have experience in Commissioning (Cx),
Recommissioning (RCx), and Retrocommissioning (RTCx) in the climate and type of
commissioning to be performed. For example, if the building to be commissioned is a
laboratory, office, or warehouse, the firm should have experience with the systems and
equipment in that type of building. And as climates often dictate the type of HVAC,
lighting, and other controls used, experience in the geographic area is required

* The firm should have experience on any local code requirements that NASA adopts; for
example in California, the California Green Building Standard determines commissioning
requirements

* Ensure that the firm selected is knowledgeable in the field of commissioning and has
experience in various areas. An AE firm that performs commissioning for projects
designed in house may not have broad experience as needed

5.3.3. Procurement

The CxA may be procured either directly through Government procurement sources or may be
contracted through other available contracts at the Center including the M&O contractor, an
inspection contractor, or an AE. Repairs may be combined in the contract when procurement is
through the M&O contractor so that validation is included. The GSA Schedule of contractors
also is available for a more direct selection of firms suited for this work. In any case, an
independent firm shall be used. The firm selected should be contracted with NASA or its
representative, not the firm that constructed or designed the original building. Criteria to be
used for selection may include:

» References of completed projects where RTCx was performed. At least three positive
references of projects similar in size, location, and type of systems should be provided

e Training and certifications held by the firm. The Building Commissioning Association
(BCA) provides certification to commissioning firms

e Site visits of buildings that were commissioned

* Final reports delivered to the owner representative for completed projects

5.3.4. Scope of Work (SOW)

The SOW should include information on the building, systems, and testing needed. The systems
to be commissioned will be defined in this scope as well as the design (or operational)
parameters to be used. This SOW will define the type, content, and detail of the testing
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expected. This may include the full testing performed in the original construction project if the
original test reports are available. Test and Balance type system testing may be included, as
well as specific component and equipment testing as needed. Nonstandard systems or unique
components may require detailed specific test procedures to be developed by the CxA with
input from the maintenance team members. These may have been developed during the
building’s original commissioning or may be developed during this phase as new procedures.
Information to be included in the SOW is detailed in Section 5.2.1 and as a minimum should
include:

e Facility or project name and location

e Approximate square footage, use, and occupancy of buildings
e Types of systems to be commissioned

e Test reports from original construction (if available)

e Special considerations

* Specifications and drawings (if available)

5.3.5. Deliverables

The CxA shall provide a full report including facility description; project overview; the
Retrocommissioning process including testing reports, schedule of the commissioning and its
completion, photographs, final analysis, findings and recommended repairs and checklists; and
an executive summary. The number of bound copies required will be defined in the SOW, as
well as the electronic submittal required. The CxA shall also deliver a complete list of repairs
needed, as well as testing to be performed after the repairs are completed.

5.3.6. Responsibilities of the CxA
e The CxA will schedule and conduct a pre-RTCx meeting to:

— Introduce the team members

— Define roles and responsibilities

— Present a schedule of completion

— Develop anissue log and track all issues and actions

— Provide minutes and distribute them to all team members

e Conduct follow-on status meetings as needed and provide minutes of the meetings for
all team members

e Ensure systems and components to be commissioned for the project are as included in
the original commissioning or as needed based on any modifications to the facility. Note
any systems that were missed, require additional oversight for inclusion in the SOW, or
need to be modified

* Develop checklists for maintenance repair/correction. These can be component
checklists or procedural checklists
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* Review original and any revised design documents for building system requirements as
originally designed or as changed based on modifications

e Ensure commissioning activities are properly scheduled

e Initiate and develop preliminary test procedure format and establish an understanding
of the magnitude of scope of testing that will be involved

e Perform or witness all testing performed on the defined systems

* Revise test procedures as needed and document changes

e Document all testing, changes, and final conditions

* Validate final acceptance of the changes, system configuration, and data
* Record with photographs all necessary conditions, repairs, or changes

* Develop the final report for review and approval by NASA

e Verify drawings, O&M manuals, and all pertinent documentation are updated and
correct at the conclusion of the contract

5.3.7. Final Acceptance

Review of all test reports, recommended repairs and checklists, and the final report by all team
members is required for final acceptance.

5.4. System Repair and Correction (Phase I)

After the investigation phase of the retrocommissioning, an implementation plan needs to be
developed to define the requirements for system repair and correction. Operational
improvements shall be prioritized based on life cycle cost analysis and criticality.

5.4.1. Choosing the Repair Team

When conducting the first phase of repairs associated with the retrocommissioning, there are
several options to be considered in regard to choosing the repair team. The options available
are utilizing the current retrocommissioning agent, offsite construction contractors, or the
onsite maintenance staff.

* Utilizing the Commissioning Agent if a contracted effort will provide a turn-key process —
This ensures total responsibility is kept in one area. A downside is that the contractor
does not understand the repair procedures that are used at the site. They might not be
aware of how the system is utilized in facility operations, thus potentially impacting
operations supporting mission. Be careful that they do not create their own potential
projects. They may identify low-criticality repair projects so they can get the follow-on
work.
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e Utilizing the services of an offsite contractor to implement repairs — Utilizing an offsite
contractor has most of the same downside issues from the preceding paragraph. These
include lack of knowledge of repair processes utilized at the site. Positive impacts
include little if any disruption to the in-house workforce, allowing them to remain
focused on their primary areas of responsibilities.

» Utilization of the onsite staff to implement repairs — The onsite workforce, whether
contractor or civil service, takes advantage of the familiarity of the workforce in onsite
procedures and knowledge of how the equipment is used in facility systems. A drawback
to utilizing the onsite support is taking them away from their other responsibilities.

Several options may be available here depending on funding. The first would be to handle
minor repairs as Trouble Calls under the base services if the contract allows this. The second
option is to fund an IDIQ contract. The IDIQ option may be more efficient, as it will allow the
onsite subcontractor to hire additional staff for the duration of the IDIQ contract. EMCS staffing
may be required whether using onsite or offsite staffing.

5.4.2. Preparing a Repair Schedule

The first consideration in developing a repair schedule is to be cognizant of the overall
commissioning effort schedule. Scheduling the Phase | repairs will need to be accomplished in a
manner that does not negatively impact the agreed-on commissioning schedule. Another
consideration is to make repairs around environmental concerns, such as HVAC repairs in the
heat of summer. The repair team chosen shall present an implementation schedule to be
reviewed and approved by the Government to make sure facility operations are not unduly
impacted.

5.4.3. Oversight of Repair Activities

Oversight of the Phase | repairs will normally be accomplished using the Center’s established
oversight procedures, particularly when utilizing the onsite workforce. Experienced
construction management staff who understand commissioning and retrocommissioning are
the key to success. Training is required for them to understand the difference between new
construction and retrocommissioning.

5.4.4. Testing, Adjusting, and Balancing (TAB) Contractor Certification

An important aspect of commissioning is ensuring a Certified Testing, Adjusting and Balancing
(TAB) contractor to perform the TAB work, since in almost all cases, the building to be
commissioned is out of balance. Out of balancing occurs over time by occupants and
maintenance personnel adjustments, moving walls, changing sheaves, piping changes, etc. A
certified TAB contractor goes through rigorous training and testing that noncertified
contractors may not have completed. Certifications does not always guarantee, but it is one
way to make sure the TAB contractor meets some minimum qualification. There are three
major providers of TAB certification systems:

e AABC - American Air Balancing Council
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* NEBB — National Environmental Balancing Bureau
e TABB - Testing, Adjusting and Balancing Bureau

Any one of these certification systems is acceptable and may be specified.

5.4.5. Commissioning Provider Certification Systems

It is important to require the commissioning agent to have some creditable qualifications. One
way to accomplish this is to make sure the commissioning agent has the appropriate
commissioning certification. While certifications do not guarantee competence, they are one
way to make sure the commissioning agent meets some minimum qualification. Currently,
there are seven major providers of commissioning certification systems:

e AABC - American Air Balancing Council

e AEE - Association of Energy Engineers

* ASHRAE — American Society of Heating, Refrigeration and Air conditioning Engineers
e BCA - Building Commissioning Association

* NEBB - National Environmental Balancing Bureau

* TABB —Testing, Adjusting and Balancing Bureau

e University of Wisconsin

Each of these providers has different requirements to obtain certification and some of these
certifications are geared more towards new construction rather than existing buildings. See
Appendix G, which summarizes the requirements of each certification.

Review in detail of the certification programs in the appendix is recommended, including the
appropriate certification(s) in the commissioning scope of work, which will vary depending on
the type of commissioning required. See Appendix G for additional information.

5.5. Contracting a Phase Il Commissioning Agent

After the identified repairs have been made, the maintenance team will conduct the second
phase of commissioning, which will validate the effectiveness of the repairs or modifications
and complete the commissioning process. Although the commissioning agent may not be the
same as was originally used, it is important to provide continuity during the process. All original
conditions and data points shall be well documented, as well as the subsequent repairs and the
final data and conditions. A well-documented project will include a final report with all of these
items included.

5.5.1. Team Selection
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The Commissioning team shall have members from all pertinent stakeholders. Inclusion of
members from the maintenance and operations contractor and NASA workforce are key
members, as well as inclusion of those from the original design and construction projects if they
are available.

5.5.2. Qualifications and Selection

The Commissioning Agent (CxA) should have experience in Commissioning (Cx),
Recommissioning (RCx), and Retrocommissioning (RTCx) in the climate and type of
commissioning to be performed. For example, if the building to be commissioned is a
laboratory, office, or warehouse, the firm should have experience with the systems and
equipment in that type of building. And as climates often dictate the type of HVAC, lighting, and
other controls used, experience working in the geographic area is required.

5.5.3. Procurement

The CxA may be procured either directly through Government procurement sources or may be
contracted through other available contracts at the Center, including the M&O contractor, an
inspection contractor, or an AE contract. Repairs may be combined in the contract when
procurement is through the M&O contractor so that validation is included. The GSA Schedule of
contractors also is available for a more direct selection of firms suited for this work. In any
case, an independent firm shall be used.

5.5.4. Scope of Work (SOW)

The SOW should include validation of the original points, as well as validation of repairs and
final commissioning of all identified systems. The systems to be commissioned will be defined in
this scope, as well as the design parameters to be used. Repairs made since the Phase |
commissioning effort will be documented here for the CxA’s use. This SOW will define the type,
content, and detail of the testing expected. This may include the full testing performed in the
original scope or may include only those areas in question. Test and Balance type system
testing may be included, as well as specific component and equipment testing as needed.
Nonstandard systems or unique components may require detailed specific test procedures.
These may have been developed during the building’s original commissioning, the first phase of
the RCx or RTCx, or may be developed during this phase as new procedures.

5.5.5. Deliverables

The CxA shall provide a full report including all testing reports, the schedule of the
commissioning and its completion, photographs, final analysis, and an executive summary. The
number of bound copies required will be defined in the SOW, as well as the electronic submittal
required.

5.5.6. Responsibilities of the CxA
* Schedule and conduct a pre-Cx meeting to

— Introduce the team members,
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— Define roles and responsibilities,
— Present a schedule of completion

* Develop anissue log and track all issues and actions
* Provide minutes and distribute them to all team members
* Conduct follow-on status meetings as needed

e Verify systems and components to be commissioned for the project are as included in
the original commissioning. Note any systems that were missed, require additional
oversight for inclusion in the SOW, or need to be modified

* Verify repairs or corrections have been conducted and documentation is available for
any changes or upgrades to the systems. Verify checklists for maintenance
repair/correction have been completed. These can be component checklists or
procedural checklists

e Review revised (redlined) design documents for building system requirements as
changed based on repairs or modifications

e Ensure commissioning activities are properly scheduled

e Perform or witness all testing performed on the defined systems

* Revise test procedures as needed and document changes

* Document all testing, changes, and final conditions

* Validate final acceptance of the changes, system configuration, and data
* Record with photographs all necessary conditions, repairs, or changes

* Develop the final report for review and approval by NASA

e Verify drawings, O&M manuals, and all pertinent documentation are updated and
correct at the conclusion of the contract

5.5.7. Final Acceptance

Review of all repair reports, test reports, and the final report by all team members is required
for final acceptance.

5.6. System Repair and Correction (Phase Il)

5.6.1. Personnel Involved

The personnel involved in the repair process will vary depending on if it was determined earlier
to accomplish the repairs using onsite personnel, the Commissioning Agent, or a separate
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offsite contractor. Regardless of this decision, this effort will entail coordination between the
TAB contractor, the Commissioning Agent (if separate from the TAB contractor),
representatives from the building automation system contractor, facilities personnel, facilities
inspectors (if this is how the Center’s oversight procedures operate), and the personnel
performing the repairs.

5.6.2. Process

It is assumed that by this point, either through an initial inspection and repair plan performed
before a retrocommissioning contractor was hired or through findings of the
retrocommissioning contractor during their initial visit, the individual units involved in the
process have been repaired and are operating as intended. This step involves detailing the
process involved to correct the numerous repairs that will likely be discovered during the
testing and balancing phase of the project.

5.6.3. Types of Repair Expected To Be Found

Depending on the scope decided on for the project, this step will likely entail inspecting all
variable air valves (VAVs) and air handling units located in the facility being retrocommissioned.
It may also include piping, pumps, and other equipment depending on scope. Repairs found
during this process can be wide-ranging. The typical problems encountered involve issues with
ductwork (torn flex duct, connections that have come loose either at the diffuser or the VAV
box, holes left from previous sensors or testing, poor installation practices). There can also be
issues with the piping systems (e.g., deteriorated insulation, leaks at connections, blocked
strainers, etc.). Another basic problem area entails the utility control systems (e.g.,
nonoperating control valves, broken or loose connections at flow sensors in VAV boxes, bad
pressure sensors). The required repairs can also be not so evident such as air handlers that
need to have sheaves replaced from having incorrectly sized replacements put on in the past.
The larger the scope of the project, the broader the areas that repairs can be found in (if
lighting is included in the scope for instance).

5.6.4. Repair Personnel and Scheduling Repairs

There should be a timeframe established between the decided-upon repair personnel, the TAB
contractor, and the Commissioning Agent. This is to reduce the effect of repairs on the timeline
for the TAB contractor to perform their work. If a repair will require time outside this
timeframe, the TAB contractor and the Commissioning Agent need to be made aware, as this
may affect their scheduled completion times (especially if it is something that keeps them from
progressing to later areas). If the repair work is being performed by onsite personnel, it is
recommended that certain standard parts (such as actuators) be purchased beforehand to
better facilitate the repairs that are found during this phase if funding allows.

5.6.5. Issues Log

Regardless of the party responsible for the work, it is recommended that some type of facilities
representative (either Government or facilities contractor personnel) be on hand for TAB
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activities to note what repairs are needed and the work that is being performed. It is
recommended that an issues log be kept up to date that at the minimum lists the following
things:

* |ssue number

* Date of finding

* Location of issue

* Description of issue

* Effect of issue

* Personnel who noted issue

e Whether the issue has been repaired
* The date the issue was repaired

More information can easily be added to this log to tailor it to the project. Depending on the
amount of work/issues being found, the choice may to update this list daily or just at the end of
the week. This information will need to be made available to all parties involved in the project
(especially if work is being performed by an onsite contractor, as it will allow for proper
inspection of pre-repair and postrepair conditions by local inspectors to keep track of the
quality of work being performed). Most Retrocommissioning contractors will also want to keep
this log so that it can be included in their final report.

5.6.6. Notification of Repair Completion

If the work is being performed by onsite personnel, they should ensure that they notify the TAB
contractor after completion of repairs so that they may come back to the area in question and
finish their work.

If any repair work is found during the TAB process that is not required to complete their work
and is outside the scope of the project, these items can be kept in a separate list and submitted
in the final report as future repairs to be performed as funding is available.

5.7. CxA Final Validation

Once an improvement is completed, it is important to retest the equipment or systems to
ensure that the improvements are working as expected. Retesting can be done using Energy
Management Control Systems (EMCS) trending, data logging, functional testing, simple
observation, or a combination of these methods. For example, retesting might involve manually
testing the repaired items, such as dampers or valves, to verify that they stroke properly
followed by trending or data logging to determine that they are modulating to maintain the
desired set point at the appropriate times.
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To confirm that each improvement, as well as the combination of improvements, are integrated
and have the desired effect, the postimplementation data is compared to the original baseline
data. This final verification data can also be used to update the energy savings estimates, if
needed. The data gathered as a result of verification activities along with the updated energy
cost savings information is compiled in the Implementation Summary Report. Also, future
performance of each improvement periodically can be compared against the verification data
to ensure benefits persist.

5.7.1. Commissioning Agent Responsibilities
The Commissioning Agent shall:
e Compile the Implementation Summary Report

* Develop and implement a functional testing program that objectively verifies that the
building systems perform interactively in accordance with the Project Documents.
Written repeatable test procedures, prepared specifically for each project, are used to
functionally test components and systems in all modes of operating conditions specified
for testing. These tests are documented to clearly describe the individual systematic test
procedures, the expected systems response or acceptance criteria for each procedure,
the actual response or findings, and any pertinent discussion

e Update the System Manual to include results of the validation testing

* Develop a comprehensive training plan for O&M staff. Assess the level of training
received and identify any additional training recommendations for system
technicians/operators

e Verify the accuracy and completeness of documentation including the Equipment List,
O&M Manuals, EMCS documentation, and system diagrams

* Provide a summary of lessons learned during the commissioning process

5.7.2. Testing, Adjusting, and Balancing

The standards and procedures for providing these services are referred to as Testing, Adjusting,
and Balancing (TAB) and are described by AABC, NEBB, and TABB.

The TAB report includes the balancing or rebalancing of units such as:

e Airinlets and outlets

e Terminal units

e Air handling units

e Qutside airflows

e Exhaust fans

e Building pressurization

e Hydronic flows at coils, pumps, chillers, cooling towers, boilers

5.7.3. Utility Control Systems
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EMCS documentation shall include the following:
* Points list: A complete list of all input and output points in the EMCS including

— Point name

— Point type

— Sensor or actuator type

— Expected accuracy

— Name and type of associated equipment
— Panel location

— Alarm limits

— Trending frequency

* Sequences of operation: A description of how the system is intended/programmed to
operate for each control system

e System diagram: A one-line diagram of each of the buildings systems

5.7.4. Final Adjustments

Any final adjustments to a retrocommissioned system will be recorded and reflected in the
appropriate system documentation.

5.8. Final Retrocommissioning Report

The Final Report for a Retrocommissioning project is an accumulation of all the components of
the project that reflects the final status of the building, the final list of recommendations, and
the certification of the report. The attachments need to include all of the supporting
documentation and calculations.

The Final Report is not a static document that gets put on the shelf after completion. The Final
Report is a living document for the building until all of the viable projects are completed. It
should lead to project planning and budgeting for future projects. Upon completion of each
project, the Final Report requires an update.

All tested items or systems included in the RTCx-EB Report shall be clearly identified with a
unique designation. The method of identification may use unique numbers, mechanical plans
identification, or an appropriate narrative description. All pages shall contain the name of the
project and be identified with a unique page number.

The Retrocommissioning Final Report includes the following information:
1. REPORT TITLE PAGE
The report title page shall include the following:

* The heading: “Certified Retrocommissioning Report”
e Project Name/Project Address
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e Owner Name/Address/Contact Numbers
e Certified RTCx-EB Firm Name/Address/Contact Numbers/Certification Number

2. REPORT CERTIFICATION PAGE
The report certification page shall include the following:

* Project Name

e Certified RTCx-EB Professional’s Name

* Firm Name; Certification Number; Expiration Date

e Commissioning Phases performed to NEBB standards

Certified RTCx-EB Professional’s Stamp (signed & dated); and the following verbiage: “THE
DATA, CONCLUSIONS AND RECOMMENDATIONS PRESENTED IN THIS REPORT ARE A RECORD OF
THE RETROCOMMISSIONING PROCESS UTILIZED ON THIS PROJECT IN ACCORDANCE WITH THE
AABC, NEBB, OR TABB RETROCOMMISSIONING PROCEDURAL STANDARDS AND THE CONTRACT
REQUIRMENTS”

e Statement of Scope of Work and variance deviation documentation
3. TABLE OF CONTENTS PAGE

The Table of Contents shall serve as a guide to the organization of the RTCx-EB report. Include
page numbers in the report.

4. EXECUTIVE SUMMARY
The executive summary shall include the following information:

* Review of the Retrocommissioning Project processes utilized

* Review of any deviations used

e Review of each recommended corrective action and its relative priority

* Review of any areas of concern that are not addressed in the corrective action report
and the reasons these issues were not addressed

* Review of each deferred system test that is to be performed in the future

5. PROJECT CURRENT FACILITES REQUIREMENTS (CFR)
The CFR should include the following information:

* Current occupancy information

e Change of use documentation

e Zoning changes

* Owner’s sustainability and building rating requirements
* Energy and efficiency requirements

e Operation and maintenance issues

* Floor plans

6. RETROCOMMISSIONING PLAN

The Retrocommissioning Plan shall include the following information:
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Retrocommissioning scope

Retrocommissioning team

Retrocommissioning team member responsibilities
Channels of communication

Retrocommissioning procedures utilized
Retrocommissioning schedule

7. DATA LOGS

Data Logs should include the following information:

Project name

Date and time of data
Location

Variables recorded
Parameters

8. INTERVIEW RECORDS

The interview records should include the following:

Project name

Date of interview

Person conducting the interview
Persons interviewed or group type
Interview questions

Interviewee responses
Interviewer comments

9. TESTING CHECK SHEETS

A Certified RTCx-EB Report shall include completed copies of all testing records including check
sheets and forms or data trends or logs that indicate testing results

10. UTILITY USAGE EVALUATION

The utility usage evaluation shall include the following information:

Utility usage cost per square foot per month and per year per utility

Utility units’ quantity usage per month and per year per utility

Water Utility usage costs per occupant per month per year

Water utility GPM per occupant per month per year

Submetering usage and deductions

11. QUICK FIX REPORT
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A Certified RTCx-EB Report shall include a report of all quick fixes performed during the site

inspection phase. The following items should be included in the quick fix report:

System adjustments made

Sensor calibration performed

Repairs performed

Sequences that were changed or modified
Operations that were modified

Operator training given

12. CORRECTIVE ACTIONS RECOMMENDATION REPORT

The Corrective Action Recommendation Report shall include the following information for each
recommended corrective action:

Project name
Description of deficiency

— Descriptive narrative
— Pictures
— Test data

Recommended Solution

— Engineering calculations
— Drawings and sketches
— Sequence of Operations or other descriptive narratives

Predicted costs of recommended corrective action

Calculation of predicted payback and return on investment (ROI)
Predicted results of recommended corrective action

Predicted schedule of corrective action

13. COMMISSIONING REPORT OF CORRECTIVE ACTIONS

The Commissioning report shall include the following information:

5-20

Report title page

Report certification page

Table of contents page

Executive Summary

Project CFR

Commissioning plan

Final Issue Log

Completed prefunctional test forms and check sheets
Completed functional performance test forms and check sheets
Observation reports

Training verification records
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* Commissioning communications
* Test instrument page

14. TAB REPORT
A Certified RTCx-EB Report should include a TAB report if test and balance work was performed.

15. COMMISSIONING COMMUNICATIONS
Commissioning communications will include the following information:

e Letters between the commissioning team members that are pertinent to the
Retrocommissioning process performed or not performed for the project

* E-mails or other written documentation covering issues or issue resolution for the
project

16. TEST INSTRUMENT PAGE

The Test Instrument page may include following information:
e List of NEBB-required tools employed on the project
* Model number and serial number of each instrument

e Certification date of each instrument
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6. Recommissioning Process
For Existing Buildings

6.1. Precommissioning Planning

6.1.1. Choosing a Candidate Building for Recommissioning

Choosing a candidate building for recommissioning entails many if not all of the
recommendations for choosing a building for initial and retrocommissioning. Since
recommissioning is a process for optimizing building performance and obtaining cost savings, a
candidate building needs to have systems that are fully functional and have a reasonable life
expectancy. Generally, recommissioning is not appropriate for buildings where the equipment
and systems are obsolete or at the end of their life; in this case, it may be better to replace the
equipment. Recommissioning is also not recommended when major system design problems
exist or when equipment malfunctions exist that can only be corrected through replacement.

Data to consider when choosing a building for recommissioning should include the following:
* Type of Building

— Original function/use of the building

— New function/use of the building

— History of changes

— Original design versus current design —red line drawing of any changes
— Type of exterior

— Building envelope type/insulation levels

*  Number of occupants

* Size (gross square feet)

* Annual hours of operation

* Year constructed

* Year of last renovation

* Type and size of all building systems, including but not limited to:

— Mechanical systems

— Lighting systems

— Plumbing systems

— Sewer and storm water systems

— Fire Detection and Fire protection systems
— Building automation systems

* Energy data, including but not limited to:
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6.1.2.

There are several ways to assemble and structure a recommissioning team. Each phase of
recommissioning may require a different person to lead the recommissioning effort, but the
overall process, principles, and objectives are constant. The question of who should be
responsible for planning and overseeing recommissioning may be driven by budget constraints
and expertise available within the project delivery team and on the needs of each project. At a
minimum and depending on project size, the recommissioning team should consist of the

— Energy management systems information

— Average annual energy use index (EUI) for similar type building

— Annual electricity use, peak demand, and current trend
— Annual propane use, peak demand, and current trend
— Annual natural gas use, peak demand, and current trend
— Annual fuel oil use, peak demand, and current trend

— Annual steam/hot water use, peak demand, and current trend

— Annual chilled water use, peak demand, and current trend
— Annual water use, peak demand, and current trend
— Electrical load balancing

Sequence of operations:

— HVAC schedules and setbacks
— Set points
— Minimum outside air ventilation rates

CMMS Data

— Service history

— Trouble call history

— Repair history

— Magnitude of repair costs

Maintenance Costs comparison

— Comparison of maintenance costs to similar buildings
— Current maintenance costs trend direction and percentage

Current/Future plans

Master Plan — are changes scheduled for building?
Is building currently on a demolition list?

Changes made since last commissioning

Establishing a Recommissioning Team

following members and roles:

6-2

O&M representative: Develop a team consisting of facility staff members, establish
project goals and expectations, and provide the team with information and resources
needed to complete the project; produce data records for electrical usage, sequences of

operation, etc.
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6.1.3.

Facility staff members: Conduct all necessary system maintenance and servicing before
system testing and work with the recommissioning agent on running system operations
tests.

Recommissioning Agent: Assist O&M representative in developing scope of work for
contractors and facility staff, develop reports that outline project opportunities, and
work with facility staff on running tests and verifying system operations.

Contractors: Perform tasks as required through contracts on all design changes or on all
controls or electrical and HVAC systems, and test equipment for efficiency after
implementation or installation.

Customer/User/Operator: Assist O&M representative in understanding customer-driven
requirements or special needs required by current or projected building occupant.

Program Representative: Assist O& M representative in understanding any special
requirements, equipment, or other needs that should be taken into account when
developing a recommissioning plan.

Original Commissioning Team: It is very beneficial, where possible, to include members
of the original commissioning team. Their knowledge would be invaluable to the
recommissioning team. If any major rehabilitation projects have occurred, members of
the rehab team would also provide valuable insight into the construction and operation
of the building.

Preparing a Scope of Work

The Scope of Work (SOW) needs to:

Clearly identify what objectives are expected to be covered by the recommissioning
process

Include everything the recommissioning team expects to accomplish. Anything not in
the scope of work, whether it is data to be gathered or work to be accomplished, will
not take place

Identify the systems to be commissioned, the design parameters to be used, and type,
content, and detail of testing expected during the recommissioning

Identify all equipment that is expected to be commissioned and what level of testing,
inspection, and repair is expected to be accomplished for each piece of equipment, as
well as for each major section of the building

Clearly identify what level of repairs are to be made as part of the initial phase of
recommissioning, what level of repairs will be completed by the in-house contractor,
and what level of repairs are to be deferred to a separate contractor or outside vendor
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6.1.4.

Specify any nonstandard systems or program-specific equipment listed separately,
including special instructions or testing methods if needed

Clearly identify a strategy for closing out the project

Include a transition plan to move from recommissioning to ongoing commissioning if
desired.

Gathering Building Information to Provide to Commissioning Agent

As a minimum, the following information should be gathered for the recommissioning of a
building:

Original Commissioning Report
— Include documentation of completed repairs
CMMS Data:

— PM schedules (review to ensure minimum manufacturers’ maintenance
requirements are being met)

— Equipment nomenclature and data

— Trouble and repeat trouble call history

— Repair history

— Condition-based maintenance data

— Predictive testing and inspection data

Size (gross square feet)

Design date

Basis of design

Information about the building envelope, including roof, exterior surface, and windows
Utilities systems information

Annual hours of operation

Type and size of mechanical, lighting, and control systems

Metered (submetered where available) utility data and energy information for at least
12 months:

— Annual electricity use (kWh/year)

— Peak demand

— Annual natural gas/propane/fuel oil/water/steam /chilled water/ and all other
pertinent utilities that serve the building

Sequences of operation:

— HVAC schedules and setbacks
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— Set points
— Minimum outside air ventilation rates

* Drawings and specifications relevant to the systems scheduled for commissioning,
especially control drawings

* Building construction type, specifications, and drawings.
e Existing control points list for each building

e Operating strategies programmed into the Energy Management and Controls System
(EMCS)

* Equipment list with nameplate information for equipment controlled by the EMCS
e Existing O&M and system manuals and information for equipment
e Test and balance (TAB) reports; sensor calibration documentation

* Existing design and data management system information

6.2. Contracting a Phase | Recommissioning Agent

Recommissioning (RCx) is the task of commissioning a building that previously has been
formally commissioned. Final testing of various systems has been done per NASA specifications
such as TAB of HVAC systems and the formal process defined as commissioning was completed
by a licensed Commissioning Agent (CxA). In some cases, documentation of the systems tested
in the original construction project may be available; however, this may not be the case
depending on the age of the facility. In addition, changes to the facility such as additions,
modifications, and demolition of various systems may have occurred in the time between the
original construction project and the planned RCx activity. If the original testing submittals and
test reports are available, these may be used as a reference for the testing planned in the RCx.
The original testing methods may be repeated or new methods may be developed during this
process.

Once selection of the candidate building or buildings is made and the selected systems to be
commissioned are identified, the maintenance team will begin recommissioning to evaluate the
systems. The CxA selected may be one used for the new building construction. The RCx project
will test all identified systems and compare the results to the original design or any design
modifications that have occurred. In the absence of the original design criteria, the systems
may be tested based on industry standards or site needs.

6.2.1. Team Selection

The Recommissioning team shall have members from all pertinent stakeholders. Inclusion of
members from the maintenance and operations contractor and NASA workforce is key, as well
as inclusion of those from the original design and construction projects if they are available.
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6.2.2. Qualifications and Selection

* The Commissioning Agent (CxA) should have experience in Commissioning (Cx),
Recommissioning (RCx), and Retrocommissioning (RTCx) in the climate and type of
commissioning to be performed. For example, if the building to be recommissioned is a
laboratory, office, or warehouse, the firm should have experience with the systems and
equipment in that type of building. And as climates often dictate the type of HVAC,
lighting, and other controls used, experience in the geographic area is required.

* The firm should have experience on any local code requirements that NASA adopts; for
example in California, the California Green Building Standard determines commissioning
requirements.

e Ensure that the firm selected is knowledgeable in the field of commissioning and has
experience in various areas. An AE firm that performs commissioning for projects
designed in house may not have broad experience as needed.

6.2.3. Procurement

The CxA may be procured either directly through Government procurement sources or may be
contracted through other available contracts at the Center including the M&O contractor, an
inspection contractor, or an AE. Repairs may be combined in the contract when procurement is
through the M&O contractor so that validation is included. The GSA Schedule of contractors
also is available for a more direct selection of firms suited for this work. In any case, an
independent firm shall be used. The firm selected should be contracted with NASA or its
representative, not the firm that constructed or designed the original building. Criteria to be
used for selection may include:

* References of completed projects where RCx was performed. At least three positive
references of projects similar in size, location, and type of systems should be provided

* Training and certifications held by the firm. The Building Commissioning Association
(BCA) provides certification to commissioning firms

* Site visits of buildings that were commissioned

* Final reports delivered to the owner representative for completed projects

6.2.4. Scope of Work (SOW)

The SOW should include information on the building, systems and testing needed. The systems
to be commissioned will be defined in this scope as well as the design (or operational)
parameters to be used. This SOW will define the type, content, and detail of the testing
expected. This may include the full testing performed in the original construction project if the
original test reports are available. Test and Balance type system testing may be included, as
well as specific component and equipment testing as needed. Nonstandard systems or unique
components may require detailed specific test procedures to be developed by the CxA with
input from the maintenance team members. These may have been developed during the
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buildings original commissioning or may be developed during this phase as new procedures.
Information to be included is as detailed in 5.2.1 and as a minimum should be:

6.2.5.

Facility or project name and location

Approximate square footage, use, and occupancy of buildings
Types of systems to be commissioned

Test reports from original construction (if available)

Special considerations

Specifications and drawings (if available)

Deliverables

The CxA shall provide a full report including facility description; project overview; the
Recommissioning process including testing reports, schedule of the commissioning and its
completion, photographs, final analysis, findings and recommended repairs and checklists; and
an executive summary. The number of bound copies required will be defined in the SOW as
well as the electronic submittal required. The CxA shall also deliver a complete list of repairs
needed, as well as testing to be performed after the repairs are completed.

6.2.6.

Responsibilities of the CxA
The CxA will schedule and conduct a pre-RCx meeting to

— Introduce the team members,

— Define roles and responsibilities,

— Present a schedule of completion

— Develop anissue log and track all issues and actions

— Provide minutes and distribute them to all team members

Conduct follow-on status meetings as needed and provide minutes of the meetings for
all team members

Verify systems and components to be commissioned for the project are as included in
the original commissioning or as needed based on any modifications to the facility

— Note any systems that were missed or require additional oversight for inclusion in
the SOW are to be modified

— Develop checklists for maintenance repair/correction. These can be component
checklists or procedural checklists

— Review original and any revised design documents for building system requirements
as originally designed or as changed based on modifications

— Ensure commissioning activities are properly scheduled
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— Initiate and develop preliminary test procedure format and establish an
understanding of the magnitude of scope of testing that will be involved
— Perform or witness all testing performed on the defined systems

* Revise test procedures as needed and document changes

* Document all testing, changes, and final conditions

e Validate final acceptance of the changes, system configuration, and data
* Record with photographs all necessary conditions, repairs, or changes

* Develop the final report for review and approval by NASA

e Verify drawings, O&M manuals, and all pertinent documentation are updated and
correct at the conclusion of the contract

6.2.7. Final Acceptance

Review of all test reports, recommended repairs and checklists, and the final report by all team
members is required for final acceptance.

6.3. System Repair and Correction (Phase |)

After the investigation phase of the recommissioning, an implementation plan needs to be
developed to define the requirements for system repair or tuneup. Operational improvements
shall be prioritized based on life cycle cost analysis and criticality. The repairs are typically in the
following areas:

e Lighting
e Building envelope
e Heating and cooling system

— Controls
— Testing, adjusting, and balancing
— Heat exchange equipment

6.3.1. Choosing the Repair Team

When conducting the repairs associated with the building recommissioning, there are several
options to be considered in regard to choosing the repair team. The options available are
utilizing an offsite contractor or the onsite maintenance staff. In some areas, repairs are best
addressed using certified contractors in their specialty such as Testing, Adjusting and Balancing
(TAB).

6.3.2. Utilizing the Services of an Offsite Contractor To Implement Repairs

Utilizing an offsite contractor reduces many impacts to the onsite workforce such as adversely
impacting existing scheduled work. A properly qualified offsite contractor will be familiar with
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typical building systems. A drawback to their performing recommissioning repairs is that they
are not as familiar as the onsite workforce with the site equipment nuances, documentation,
and repair procedures.
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6.3.3. Utilizing Onsite Staff To Implement Repairs

The onsite workforce, whether contractor or civil service, takes advantage of the familiarity of
the workforce in onsite procedures and knowledge of how the equipment is used in facility
systems. A drawback to utilizing the onsite support is taking them away from their other
responsibilities. Several options may be available here depending on funding. The first would be
to handle minor repairs as Trouble Calls under the base services if the contract allows this. The
second option is to fund an IDIQ contract. The IDIQ option may be more efficient, as it will allow
the onsite subcontractor to hire additional staff for the duration of the IDIQ contract. It also
provides a single document to define and track the scope of the repairs.

EMCS staffing may be required whether using onsite or offsite staffing.

6.3.4. Preparing a Repair Schedule

Consideration should be given to make repairs around environmental concerns such as HVAC
repairs in the heat of summer or heating season. The repairs should be scheduled to make sure
facility operations are not unduly impacted.

6.3.5. Oversight of Repair Activities

Oversight of the repairs will normally be accomplished using the Center’s existing established
oversight procedures, particularly when utilizing the onsite workforce. Experienced
construction management staff who understand the strategy of recommissioning are the key to
success.

6.3.6. TAB Contractor Certification

An important aspect of recommissioning is ensuring a certified Testing, Adjusting, and
Balancing (TAB) contractor is utilized to perform TAB work, since in almost all cases, the
building being recommissioned is out of balance. Out of balancing occurs over time by occupant
and maintenance personnel adjustments, moving walls, changing sheaves, piping changes etc.
A certified TAB contractor goes through a rigorous training and testing process that noncertified
contractors may not have completed. Certification does not always guarantee competence, but
it is one way to make sure the TAB contractor meets some minimum qualification. The three
major providers of TAB certification systems are:

* AABC - American Air Balancing Council
* NEBB - National Environmental Balancing Bureau
e TABB - Testing, Adjusting and Balancing Bureau

Any one of these three certification systems is acceptable and may be specified. See Appendix G
for additional information.
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6.4. Contracting a Phase Il Commissioning Agent

After the identified repairs have been made, the maintenance team will conduct the second
phase of commissioning, which will validate the effectiveness of the repairs or modifications
and complete the commissioning process. Although the commissioning agent may not be the
same as was originally used, it is important to provide continuity during the process. All original
conditions and data points shall be well documented, as well as the subsequent repairs and the
final data and conditions. A well-documented project will include a final report with all of these
items included. The Phase Il Recommissioning effort also should make a comparison between
the original commissioning effort (as a Leadership in Energy and Environmental Design (LEED)-
New Construction (NC) certified facility), the Phase | results, and the results after the repairs.
This is follow-on to the work done in Phase |, which compared the original design and
commissioning results to the actual findings in the field.

6.4.1. Team Selection

The Commissioning team shall have members from all pertinent stakeholders. Members from
the maintenance and operations contractor and NASA workforce are key, as well as those from
the original design and construction projects if they are available. In the case of
Recommissioning, it is important to include the original design, construction, and project
management personnel if they are available. This should provide insight into the original
process. However, an independent effort should be performed that is not influenced by the
original results or process.

6.4.2. Selecting a Phase Il Commissioning Agent

The Commissioning Agent (CxA) should have experience in Commissioning (Cx),
Recommissioning (RCx), and Retrocommissioning (RTCx) in the climate and type of
commissioning to be performed. For example, if the building to be Cx is a laboratory, office, or
warehouse, the firm should have experience with the systems and equipment in that type of
building. And as climates often dictate the type of HVAC, lighting, and other controls used,
experience in the same geographic areas is required. The firm used in the original LEED-NC
commissioning or the Phase | commissioning will provide continuity of effort and reduce the
learning curve of the team; however, this is not required.

6.4.3. Procurement

The CxA may be procured either directly through Government procurement sources or may be
contracted through other available contracts at the Center including the M&O contractor, an
inspection contractor, or an AE contract. Repairs may be combined in the contract when
procurement is through the M&O contractor so that validation is included. The GSA Schedule of
contractors also is available for a more direct selection of firms suited for this work. In any case,
an independent firm shall be used.

November 2015 6-11



NASA COMMISSIONING GUIDE

6-12 November 2015



NASA COMMISSIONING GUIDE

6.4.4. Scope of Work (SOW)

The SOW should provide details for the comparison of the original points, systems, and
components from the LEED-NC original commissioning work, validation of the subsequent
repairs, and final commissioning of all identified systems. The systems to be commissioned will
be defined in this scope, as well as the design parameters to be used. This should be based on
the original design, energy model, and LEED-NC commissioning report. Additional systems and
equipment may be added if significant modifications have been made to the building. This
should be well documented in the scope of work. Repairs made since the Phase |
commissioning effort will be documented here for the CxA’s use. This SOW will define the type,
content, and detail of the testing expected. This may include the full testing performed in the
original scope or may include only those areas in question. Test and Balance type system
testing may be included, as well as specific component and equipment testing as needed.
Nonstandard systems or unique components may require detailed specific test procedures.
These may have been developed during the buildings original commissioning, the first phase of
the RCx or RTCx, or may be developed during this phase as new procedures. Also included
should be the original LEED-NC (if applicable) commissioning report, the Phase 1
Recommissioning Report, and the list of repairs made and any testing done after the repairs
were completed.

6.4.5. Deliverables

The CxA shall provide a full report including all testing reports, the schedule of the
commissioning and its completion, photographs, final analysis, and an executive summary. The
number of bound copies required will be defined in the SOW, as well as the electronic submittal
required.

6.4.6. Responsibilities of the CxA
* The CxA will schedule and conduct a pre-Cx meeting to

— Introduce the team members
— Define roles and responsibilities
— Present a schedule of completion
— Develop anissue log and track all issues and actions
— Provide minutes and distribute to all team members
e Conduct follow-on status meetings as needed and provide minutes of the meetings for
all team members.

e Verify systems and components to be commissioned for the project are as included in
the original commissioning.

— Note any systems that were missed or require additional oversight for inclusion in
the SOW as to be modified.
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— Verify repairs or corrections have been conducted and documentation is available
for any changes or upgrades to the systems.

— Verify checklists for maintenance repair/correction have been completed. These can
be component checklists or procedural checklists.

— Review revised (red-lined) design documents for building system requirements as
changed based on repairs or modifications

— Ensure commissioning activities are properly scheduled

— Perform or witness all testing performed on the defined systems

* Revise test procedures as needed and document changes

* Document all testing, changes, and final conditions

e Verify final acceptance of the changes, system configuration, and data
* Record with photographs all necessary conditions, repairs, or changes
* Develop the final report for review and approval by NASA

e Verify drawings, O&M manuals, and all pertinent documentation are updated and
correct at the conclusion of the contract

6.4.7. Final Acceptance

Review of all repair reports, test reports, and the final report by all team members is required
for final acceptance.

6.5. System Repair and Correction (Phase Il)

6.5.1. Personnel Involved

The personnel involved in the repair process will vary depending on if it was determined earlier
to accomplish the repairs using onsite personnel, the Commissioning Agent, or a separate
offsite contractor. Regardless of this decision, this effort will entail coordination between the
TAB contractor, the Commissioning Agent (if separate from the TAB contractor),
representatives from the building automation system contractor, facilities personnel, facilities
inspectors (if this is how the respective Center’s oversight procedures operate), and the
personnel performing the repairs.

6.5.2. Process

It is assumed that by this point either through an initial inspection and repair plan performed
before a recommissioning contractor was hired or through findings that the recommissioning
contractor found during their initial visit, that the individual units involved in the process have
been repaired and are operating as intended. This step involves detailing the process to correct
the numerous repairs that will likely be discovered during the testing and balancing phase of
the project.
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6.5.3. Types of Repair Expected To Be Found

Depending on the scope decided on for the project, this step will likely entail inspecting all VAVs
and air handling units located in the facility being recommissioned. It may also include piping,
pumps, and other equipment depending on scope. Repairs found during this process can be
wide ranging. The typical problems encountered involve issues with ductwork (e.g., torn flex
duct, connections that have come loose either at the diffuser or the VAV box, holes left from
previous sensors or testing, poor installation practices). There can also be issues with the piping
systems (e.g., deteriorated insulation, leaks at connections, blocked strainers). Another basic
problem area entails the utility control systems (e.g., nonoperating control valves, broken or
loose connections at flow sensors in VAV boxes, bad pressure sensors). The required repairs can
also be not so evident, such as air handlers that need to have sheaves replaced from having
incorrectly sized replacements put on in the past. The larger the scope of the project, the
broader the areas in which repairs can be found (if lighting is included in the scope for
instance).

6.5.4. Repair Personnel and Scheduling Repairs

There should be a timeframe established between the decided-on repair personnel, the TAB
contractor, and the Commissioning Agent. This is to reduce the effect of repairs on the timeline
for the TAB contractor to perform their work. If a repair will require time outside this timeframe
the TAB contractor and the Commissioning Agent need to be made aware as this may affect
their scheduled completion times (especially if it is something that keeps them from
progressing on to later areas). If the repair work is being performed by onsite personnel, it is
recommended that certain standard parts (such as actuators) be purchased beforehand in
order to better facilitate the repairs that are found during this phase if funding allows.

6.5.5. Tracking of Issues Log

Regardless of the party responsible for the work, it is recommended that some type of facilities
representative (either Government or facilities contractor personnel) be on hand for TAB
activities to note what repairs are needed and the work that is being performed. It is
recommended that an issues log be kept up to date that at the minimum lists the following
things:

* |ssue number

e Date of finding

* Location of issue

* Description of issue
* Effect of issue

¢ Personnel who noted issue
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e Whether the issue has been repaired
* The date the issue was repaired

More information can easily be added to this log to tailor it to the project. Depending on the
amount of work/issues being found, the choice may to update this list daily or just at the end of
the week. This information will need to be made available to all parties involved in the project
(especially if work is being performed by an onsite contractor, as it will allow for proper
inspection of pre-repair and postrepair conditions by local inspectors to keep track of the
quality of work being performed). Most Retrocommissioning contractors will also want to keep
this log so that it can be included in their final report.

6.5.6. Notification of Repair Completion

If the work is being performed by onsite personnel, they should ensure that they notify the TAB
contractor after completion of repairs so that they may come back to the area in question and
finish their work.

If any repair work is found during the TAB process that is not required to complete their work
and is outside the scope of the project, these items can be kept in a separate list and submitted
in the final report as future repairs to be performed as funding is available.

6.6. CxA Revalidation

Once an improvement is completed, it is important to test the equipment or systems to ensure
that the improvements are working as expected and to provide a new baseline for future
recommissioning efforts. Testing can be done using Energy Management Control Systems
(EMCS) trending, data logging, functional testing, simple observation, or a combination of these
methods. For example, testing might involve manually testing the repaired items such as
dampers or valves to verify that they stroke properly, followed by trending or data logging to
determine that they are modulating to maintain the desired set point at the appropriate times.

To confirm that each improvement, as well as the combination of improvements is integrated
and has the desired effect, the postimplementation data is compared to the original baseline
data. This final verified data also can be used to update the energy savings estimates if needed.
The data gathered as a result of verification activities along with the updated energy cost
savings information, is compiled into the Implementation Summary Report. Also, future
performance of each improvement can be periodically compared against the verification data
to ensure benefits persist.

6.6.1. Responsibilities of the Commissioning Agent
The Commissioning Agent shall:
* Compile the Implementation Summary Report

e Develop and implement a functional testing program that objectively verifies that the
building systems perform interactively in accordance with the project documents.
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6.6.2.

Written repeatable test procedures, prepared specifically for each project, are used to
functionally test components and systems in all modes of operating conditions specified
for testing. These tests are documented to clearly describe the individual systematic test
procedures, the expected systems response or acceptance criteria for each procedure,
the actual response or findings, and any pertinent discussion

Update the System Manual to include results of the revalidation testing

Identify training needs for the O&M staff, and assess the existing level of knowledge for
current and newly installed systems and identify any additional training
recommendations for system technicians/operators

Verify the accuracy and completeness of documentation including the Equipment List,
O&M Manuals, EMCS documentation, and system diagrams

Provide a summary of lessons learned during the recommissioning process

Test and Balance

The standards and procedures for providing testing, adjusting, and balancing (TAB) services are
described in the NEBB Procedural Standards for the Testing, Adjusting and Balancing of
Environmental Systems. The TAB report includes the balancing or rebalancing of the following

units:

6.6.3.

Air inlets and outlets

Terminal units

Air handling units

Outside airflows

Exhaust fans

Building pressurization

Hydronic flows at coils, pumps, chillers, cooling towers, boilers, etc.

Utility Control Systems

The Commissioning Agent shall verify that the EMCS documentation is revised and complete.
The documentation should include the following:

Points List: A complete list of all input and output points in the EMCS including

— Point name

— Point type

— Sensor or actuator type

— Expected accuracy

— Name and type of associated equipment
— Panel location

— Alarm limits
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— Trending frequency

* Sequences of Operation: A description of how the system is intended/programmed to
operate for each control system

* System Diagram: A one-line diagram of each of the buildings systems

6.6.4. Final Adjustments

Any final adjustments to a recommissioned system will be recorded and reflected in the
appropriate system documentation.

6.7. Final Recommissioning (RCx) Report

A key responsibility of the recommissioning provider during the Handoff Phase is to develop the
Recommissioning (RCx) Final Report. The RCx Final Report brings together important
information from other recommissioning deliverables into a single document. As a
comprehensive record of the project, it should become a part of the onsite resources for facility
staff. The specific contents of the RCx Final Report will vary according to owner needs, but
should include the following:

1. REPORT TITLE PAGE
The report title page shall include the following:

* The heading: “Certified Recommissioning Report”
* Project name/project address
e Owner name/address/contact numbers

e Certified RCX firm name/address/contact numbers/certification number
2. REPORT CERTIFICATION PAGE
The report certification page shall include the following:

* Project name

* Certified RCX professional’s name

* Firm name; certification number; expiration date

* Commissioning phases performed

* Certified RCX professional’s stamp (signed & dated)

3. TABLE OF CONTENTS PAGE

The Table of Contents shall serve as a guide to the organization of the RCX report.
4. EXECUTIVE SUMMARY

The executive summary shall include the following information:

e Review of the recommissioning project processes utilized
e Review any deviations used
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Review of each recommended corrective action and its relative priority
Review any areas of concern that are not addressed in the corrective action report and
the reasons these issues were not addressed

Review of each deferred system test that is to be performed in the future

5. OWNER’S OPERATING REQUIREMENTS

The operating requirements should include the following information:

Current occupancy information

Change of use documentation

Zoning changes

Owner’s sustainability and building rating requirements
Energy and efficiency requirements

Operation and maintenance issues

Floor plans

6. THE FINDINGS LOG WITH DESCRIPTIONS OF THE IMPLEMENTED MEASURES

The Findings Log shall include the following information:

Description of deficiency

— Descriptive narrative
— Pictures

— Test data

— Date and time of data

Recommended Solutions

— Engineering calculations
— Drawings and sketches
— Sequence of operations or other descriptive narratives

Recommissioning schedule

7. UPDATED SAVINGS ESTIMATES AND ACTUAL IMPROVEMENT COSTS

The updated savings estimates and actual improvement costs should include the following
information:

Project name

Predicted costs of recommended corrective action
Actual costs of corrected actions

Calculation of predicted payback and ROI

8. THE EMCS TRENDING PLAN AND DATA LOGGER DIAGNOSTIC/MONITORING PLAN

November 2015 6-19



NASA COMMISSIONING GUIDE

The EMCS trending plan and data logger diagnostic/monitoring plan should include the
following information:

* Trending points list

e Date and time of data
* Location

e Variables recorded

* Parameters

9. ALL COMPLETED FUNCTIONAL TESTS AND RESULTS

The Final Report shall include completed copies of all testing records including check sheets and
forms, data trends, or logs that indicate testing results. A list of deficient points shall be
provided. Corrections to the deficiencies shall be scheduled.

10. RECOMMENDED FREQUENCY FOR RECOMMISSIONING

The Final Report shall recommend the frequency required for Recommissioning. Each building
will be unique due to existing systems. For example, a building with pneumatic controls would
require recommissioning more often than a Direct Digital Control (DDC) system. Criteria for
triggering a recommissioning should be identified. Monitoring the base kWh load may be the
key indicator. An increase to the base line of 10% may trigger recommissioning. The need for
the next recommissioning process depends on several things: Changes in the facility’s use,
guality and schedule of preventive maintenance activities, and frequency of operational
problems.

Indicators of a need to schedule a recommissioning may include the following:

* |sthere an unjustified increase in energy use? Is energy use more than 10% higher than
previous years?

* Have comfort complaints increased compared to previous months or years?
e Has nighttime or weekend/holiday energy use increased?

* Isthe building staff aware of problems but unable to find the time or in-house expertise
to fix them?

e Has control programming been modified or overridden to provide a quick fix to a
problem?

* Are there frequent equipment or component failures?
e Have there been significant occupant improvement projects (build-outs or remodels)?

* Have there been significant changes in building use or the proportion of used to unused
space?

* Have there been major upgrades on main energy consuming equipment (boilers, chilled
water plant, large HVAC systems)?
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* Has the operations staff changed since the last recommissioning process?
11. COMPLETE DOCUMENTATION OF REVISED OR NEW CONTROL SEQUENCES

The Final Report shall include detailed documentation of new control sequences or revisions to
the original control sequences. At minimum, any changes that were made to the control
sequences as a result of recommissioning should be carefully documented, along with the
reasons for the changes.

12. RECOMMENDATIONS FOR MAINTAINING THE NEW IMPROVEMENTS

Recommendations for maintaining the new improvements should include an updated
preventative maintenance schedule. This should also include improved procedures and
maintenance goals. Incorporating operational activities in the preventive maintenance plan
encourages building operators to continually ask questions such as:

* Have occupancy patterns or space layouts changed?

e Have the occupants added or removed loads from the space?

e Have temporary occupancy schedules been returned to original settings?

* Have altered equipment schedules or lockouts been returned to original settings?
* |s equipment short-cycling?

e Are timeclocks checked monthly to ensure proper operation?

* Have any changes in room furniture or equipment adversely affected thermostat
functions?

* Are new occupants educated in the proper use and function of thermostats and lighting
controls?

e Are the building’s sequences of operation performing as intended?

e Are discretionary systems, such as lighting or computers, being turned off during
unoccupied periods?

13. TRAINING SUMMARY INCLUDING TRAINING MATERIALS

To ensure that the benefits of recommissioning are maintained over the long term, building
operators and managers shall have the right knowledge and skills. In addition to involving
facility staff during the course of the project, it is important to request that the
recommissioning provider develop and conduct additional training for facility staff at the end of
the project.

The Training Summary should include the following:

* Energy usage analysis
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* Energy accounting and benchmarking

e Operating schedules and operating requirements

* Investigation process and methods used to identify problems and deficiencies
e Master list of findings

* Measures that were implemented and by whom

* Expected performance improvements from these measures (showing before and after
trends if applicable)

* O&M requirements to keep these improvements
* Working staff’s role in helping to maintain the persistence of savings

e Retraining, as on the operation of the more complex systems or those that have
undergone important recommissioning changes

14 — A LIST OF CAPITAL IMPROVEMENTS RECOMMENDED FOR FURTHER INVESTIGATION

A complete list of observed capital opportunities that will require further investigation.
Feasibility studies are a good method to see if an energy project is worth pursuing. An asset
capital replacement plan is another good method when reviewing the life expectancy of
equipment and the building envelop components.
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7. Continuous/Ongoing Commissioning
Process for Existing Buildings

7.1. Precommissioning Planning

7.1.1. Choosing a Candidate Building

Continuous/ongoing commissioning is based on the ongoing collection and analysis of data
provided through dedicated metering or existing building automation systems (BAS) or energy
management systems (EMS). While this data can be manually collected through the use of
system-level meters, it is much more efficient and practical to use a BAS to collect and analyze
this data. Systems can be monitored for unusual or unexplained energy consumption, invalid
operating parameters, or unusual or incorrect sequences of operation. Therefore, to be
considered a good candidate for continuous/ongoing commissioning, a building should have a
functional BAS or EMS.

Just as in retrocommissioning and recommissioning, there are instances where a building will
not be an ideal candidate for continuous/ongoing commissioning. In buildings where most of
the equipment and systems are at the end of their useful life or obsolete and need to be
replaced, continuous/ongoing commissioning will not improve the performance of the building
and in fact would be a waste of money versus replacing the equipment and systems or
rehabbing the building.

Data to consider when choosing a building for continuous/ongoing commissioning should
include the following:

* Type of building

— Original function/use of the building

— New function/use of the building

— History of changes

— Original design versus current design —red line drawing of any changes
— Type of exterior

— Building envelope type/insulation levels

*  Number of occupants
e Size (gross square feet)
* Annual hours of operation

e Year constructed

Year of last renovation
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7.1.2.

Type and size of all building systems, including but not limited to:

— Mechanical systems

— Lighting systems

— Plumbing systems

— Sewer and storm water systems

— Fire detection and fire protection systems
— Building automation systems

Energy data, including but not limited to:

— Energy management systems information

— Average annual energy use index (EUI) for similar type building
— Annual electricity use, peak demand, and current trend

— Annual propane use, peak demand, and current trend

— Annual natural gas use, peak demand, and current trend

— Annual fuel oil use, peak demand, and current trend

— Annual steam/hot water use, peak demand, and current trend
— Annual chilled water use, peak demand, and current trend

— Annual water use, peak demand, and current trend

— Electrical load balancing

Sequence of operations:

— HVAC schedules and setbacks
— Set points
— Minimum outside air ventilation rates

CMMS Data

— Service history

— Trouble call history

— Repair history

— Magnitude of repair costs

Maintenance Costs comparison

— Comparison of maintenance costs to similar buildings
— Current maintenance costs trend direction and percentage

Current/Future Plans

— Master Plan — are changes scheduled for building?
— Is building currently on a demolition list?

Establishing a Commissioning Team

The continuous/ongoing commissioning team at a minimum should consist of the project
manager, the commissioning engineer(s), commissioning technician(s), contractors, customer
and program representatives, and the O&M staff.

7-2
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* Project Manager: The project manager is responsible for coordinating the activities of
the building personnel and the commissioning team and for managing the project
schedule

* Commissioning Engineer: The commissioning engineer, with the help of the O&M staff,
develops sequences of operations, metering plans, operational control schedules, and
set points and conducts an engineering analysis of the system changes

e O&M staff and technicians: The O&M staff and technicians implement programming
changes developed by the engineer

e Contractors: Perform tasks as required through contracts on all design changes or on all
controls or electrical and HVAC systems and test equipment for efficiency after
implementation or installation

e Customer/User/Operator: Assist O&M staff in understanding customer-driven
requirements or special needs required by current or projected building occupant

* Program Representative: Assist O&M representative in understanding any special
requirements, equipment, or other needs to be taken into account when developing a
continuous/ongoing commissioning plan

7.1.3. Preparing a Scope of Work

The Scope of Work (SOW) needs to clearly identify what objectives are expected to be covered
by the continuous/ongoing commissioning process. It is imperative that the scope of work
include everything the team expects to accomplish. Anything not in the scope of work, whether
it is data to be gathered or work to be accomplished, will not take place. It should identify the
systems to be commissioned, the design parameters to be used, and type, content, and detail
of testing expected during the continuous/ongoing commissioning. The scope should also
include a detailed listing of all equipment that is expected to be commissioned and what level
of testing, inspection, and repair is expected to be accomplished for each piece of equipment,
as well as for each major section of the building. The scope of work should clearly identify who
is responsible for developing sequences of operation, programming changes, and implementing
changes. The scope of work should also include a robust measurement and verification plan to
ensure that projected efficiencies are actually achieved.

7.1.4. Gathering Building Information to Provide to Commissioning Agent

As a minimum, the following information should be gathered for the continuous/ongoing
commissioning of a building:

e CMMS data:

— PM schedules (review to ensure minimum manufacturers’ maintenance
requirements are being met)
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— Equipment nomenclature and data

— Trouble and repeat trouble call history
— Repair history

— Condition-based maintenance data

— Predictive testing and inspection data

Size (gross square feet)

Design date

Basis of design

Information about the building envelope, including roof, exterior surface, and windows
Utilities systems information

Annual hours of operation

Type and size of mechanical, lighting, and control systems

Metered (submetered where available) utility data and energy information for at least
12 months:

— Annual electricity use (kWh/year)

— Peak demand

— Annual natural gas/propane/fuel oil/water/steam /chilled water/ and all other
pertinent utilities that serve the building

Sequences of operation:

— HVAC schedules and setbacks
— Set points
— Minimum outside air ventilation rates

Drawings and specifications relevant to the systems scheduled for commissioning,
especially control drawings

Building construction type, specifications, and drawings.
Existing control points list for each building

Operating strategies programmed into the Energy Management and Controls System
(EMCS)

Equipment list with nameplate information for equipment controlled by the EMCS
Existing O&M and system manuals and information for equipment
Test and balance (TAB) reports; sensor calibration documentation

Existing design and data management system information

7.2. Contracting a Continuous/Ongoing Commissioning Agent
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Continuous/ongoing commissioning (CCx) allows the previously commissioned systems to be
monitored continuously and indicates when systems require additional commissioning to
ensure optimal performance and efficiency. System performance data is monitored
continuously using building automation systems, data-loggers, or other installed data
acquisition systems. Analysis of the systems within predetermined limits allows indication of
problem areas that would benefit from intervention. For example, if data is collected
continuously, analysis can be done continuously as well, or comparison algorithms can be run at
set intervals such as monthly. When parameters exceed set limits, noted either with a
automatically generated message such as an alarm, or during the monthly analysis, action is
expected in the form of testing similar to that done in the commissioning.

Continuous/ongoing commissioning cannot be done unless Commissioning, Recommissioning,
or Retrocommissioning has first been done. This provides the baseline for the systems and
parameters and sets up the limits for the alarm points. To provide the framework for this
system, a continuous/ongoing commissioning firm may be hired or this can be done in house. If
a firm is hired, qualifications are similar to hiring any commissioning firm with the addition of
expertise in the operational systems and the design intent behind them. Documentation of the
commissioning testing, any repairs made, and the final commissioning work is crucial to this
phase. The CCx phase can be done in conjunction with any of the above commissioning efforts.
The CCxA should evaluate the commissioning work, whether done by the firm hired or another,
and put in place the evaluation points for the systems needing evaluation.

Future CCx of these systems may be done by bringing the firm hired in again or by the
maintenance personnel if they are properly trained. The CCxA selected may be one used for
new building construction at the Center or may be a CCxA selected for specific knowledge or
experience related to this project and to CCx.

7.2.1. Team Selection

The Continuous/ongoing Commissioning team shall have members from all pertinent
stakeholders. Personnel from the maintenance and operations contractor and NASA workforce
are key members, as well as those from the original design and construction projects if they are
available.

7.2.2. Qualifications and Selection

* The Commissioning Agent (CxA) should have experience in all phases of commissioning
including Commissioning (Cx), Recommissioning (RCx) and Retrocommissioning (RTCx)
and particularly in Continuous/ongoing Commissioning in the climate and type of
commissioning to be performed. For example, if the building to be continuously
commissioned is a laboratory, office, or warehouse, the firm should have experience
with the systems and equipment in that type of building. And as climates often dictate
the type of HVAC, lighting, and other controls used, experience in these the same
geographic area is required. The firm selected also should have experience in CCx,
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specifically in the systems needed and in developing algorithms for alarms and
notification.

* The firm should have experience on any local code requirements that NASA adopts; for
example in California, the California Green Building Standard determines commissioning
requirements.

* Ensure that the firm selected is knowledgeable in the field of continuous/ongoing
commissioning and has experience in various areas, as listed above. An AE firm that
performs commissioning for projects designed in house may not have experience as
broad as needed.

7.2.3. Procurement

The CCxA may be procured either directly through Government sources or may be contracted
through other available contracts at the Center including the M&O contractor, an inspection
contractor, or an AE. Repairs may be combined in the contract when procurement is through
the M&O contractor so that validation is included. The GSA Schedule of contractors is available
for more direct selection of firms suited for this work. In any case, an independent firm shall be
used. The firm selected should be contracted with NASA or its representative, not the firm that
constructed or designed the original building. Criteria to be used for selection may include:

* References of completed projects where CCx was performed. At least three positive
references of projects similar in size, location, and type of systems should be provided

e Training and certifications held by the firm. The Building Commissioning Association
(BCA) provides certification to commissioning firms

e Site visits of buildings that are being continuously commissioned

* Final reports delivered to the owner representative for completed projects

7.2.4. Scope of Work (SOW)

The SOW should include information on the building, systems, and testing needed and the
original commissioning documents. The systems to be continuously commissioned will be
defined in this scope, as well as the design (or operational) parameters to be used. This SOW
will define the type, content, and detail of the testing expected. This shall include the full
testing performed in the original commissioning, by whatever method it was performed.
Information to be included is as detailed in Section 5.2.1 and as a minimum should be:

* Facility or project name and location

e Approximate square footage, use, and occupancy of buildings

Types of systems to be commissioned

Test reports from original construction (if available)

Commissioning reports from RCx or RTCx
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7.2.5.

Special considerations

Specifications and drawings (if available)

Deliverables

The CCxA shall provide a full report including facility description; project overview: the
Continuous/ongoing commissioning process including testing reports, schedule of the
continuous/ongoing commissioning , photographs, final analysis, recommended algorithms,
and parameters for evaluation; any follow-on actions; impacts to the system after the changes
from the CCx actions; and an executive summary. The number of bound copies required will be
defined in the SOW, as well as the electronic submittal required. The CxA shall also deliver a
complete list of repairs needed, as well as testing to be performed after the repairs are
completed.

7.2.6.

Responsibilities of the CxA
The CxA will schedule and conduct a pre-CCx meeting to

— Introduce the team members,

— Define roles and responsibilities,

— Present a schedule of completion,

— Develop anissue log and track all issues and actions

— Provide minutes and distribute them to all team members

Conduct follow-on status meetings as needed and provide minutes of the meetings for
all team members

Verify systems and components to be commissioned for the project are as included in
the original commissioning or as needed based on any modifications to the facility. Note
any systems that were missed, require additional oversight for inclusion in the SOW, or
need to be modified

Develop checklists for maintenance repair/correction. These can be component
checklists or procedural checklists

Review original and any revised design documents for building system requirements as
originally designed or as changed based on modifications

Ensure commissioning activities are properly scheduled

Initiate and develop preliminary test procedure format and establish an understanding
of the magnitude of scope of testing that will be involved

Perform or witness all testing performed on the defined systems

Revise test procedures as needed and document changes
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Document all testing, changes, and final conditions

e Validate final acceptance of the changes, system configuration, and data
e Record with photographs all necessary conditions, repairs, or changes

* Develop the final report for review and approval by NASA

e Verify drawings, O&M manuals, and all pertinent documentation are updated and
correct at the conclusion of the contract

7.2.7. Final Acceptance

Review of all test reports, recommended repairs and checklists, and the final report by all team
members is required for final acceptance.

7.3. System Repair and Correction

After the investigation phase of the continuous/ongoing commissioning effort, an
implementation plan for the proposed CCx measures needs to be developed to define the
requirements for system repair or tuneup. Operational improvements shall be prioritized based
on life cycle cost analysis and criticality. CCx Implementation should start by solving existing
problems. These include comfort issues and control problems. The reason for prioritizing these
types of projects is twofold. First, the projects that are the customer’s top priority are being
addressed early on. Second, these projects buy good will from the occupants, which will
perhaps make it easier to obtain buy-in for future CCx projects. An implementation plan should
be developed that lists each major activity. Items to consider are: Availability of funding to
replace/repair parts found broken, time commitment of the in-house staff, and training needs
of the in-house staff.

7.3.1. Choosing the Repair Team

Typically, repairs are implemented by the in-house maintenance staff. They are the most
knowledgeable with the building systems and the operational schedule. An issue to discuss
during planning for the repairs is the availability of a dedicated workforce. Often, since the in-
house workforce has their normal duties to perform, additional time has to be included in the
schedule to allow for their time away from the project. When possible, a dedicated workforce
should be obtained that is able to stay through the term of the project to facilitate the quickest
completion of the identified repairs. Several options are available for utilizing the in-house
workforce depending on funding. The first would be to handle minor repairs as Trouble Calls
under the base services if the contract allows this. The second option is to fund an IDIQ
contract. The IDIQ option may be more efficient, as it will allow the onsite subcontractor to hire
additional staff for the duration of the IDIQ contract. It also provides a single document to
define and track the scope of the repairs. The EMCS staff also may be required to provide
support.

7.3.2. Preparing a Repair Schedule
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Consideration should be given to make repairs around environmental concerns such as HVAC
repairs in the heat of summer or heating season. The repairs should be scheduled to make sure
facility operations are not unduly impacted.
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7.3.3. Oversight of Repair Activities

Oversight of the repairs will normally be accomplished using the Center’s established oversight
procedures, particularly when utilizing the onsite workforce. Experienced construction
management staff who understand the strategy of recommissioning are the key to success.

7.3.4. Testing, Adjusting and Balancing (TAB) Contractor Certification

An important aspect of continuous/ongoing commissioning is ensuring a certified Testing,
Adjusting, and Balancing (TAB) contractor is utilized to perform TAB work, since in almost all
cases the building being commissioned is out of balance. Out of balancing occurs over time by
occupant and maintenance personnel adjustments, moving walls, changing sheaves, and piping
changes. A certified TAB contractor goes through rigorous training and testing process that
noncertified contractors may not have completed. Certification does not always guarantee
competence, but it is one way to make sure the TAB contractor meets some minimum
qualification. The three major providers of TAB certification systems are:

e AABC - American Air Balancing Council
* NEBB — National Environmental Balancing Bureau
* TABB —Testing, Adjusting and Balancing Bureau
Any one of these certification systems is acceptable and may be specified. See Appendix E for

additional information.

7.4. Periodic Revalidation

7.4.1. Introduction

Under a continuous/ongoing commissioning process, it is important to periodically test the
equipment or systems to ensure that they are working as expected. Testing can be done using
Energy Management Control Systems (EMCS) trending, data logging, functional testing, simple
observation, or a combination of these methods. For example, testing might involve manually
testing the repaired items, such as dampers or valves to verify that they stroke properly,
followed by trending or data logging to determine that they are modulating to maintain the
desired set point at the appropriate times. Test results should be compared to the original,
baseline data to ensure that expected performance benefits persist.

The data gathered as a result of verification activities along with the updated energy cost
savings information is compiled in a System Summary Report.

7.4.2. Commissioning Agent Responsibilities
The Commissioning Agent shall:
e Compile the System Summary Report
* Execute a functional testing program that objectively verifies that the building systems

perform interactively in accordance with the project documents. Written repeatable
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test procedures, prepared specifically for each project, are used to functionally test
components and systems in all modes of operating conditions specified for testing.
These tests are documented to clearly describe the individual systematic test
procedures, the expected systems response or acceptance criteria for each procedure,
the actual response or findings, and any pertinent discussion

* Update the System Manual to include results of the latest periodic testing

* |dentify training needs for the O&M staff. Assess the existing level of knowledge about
current and newly installed systems and identify any additional training
recommendations for system technicians/operators

e Verify the accuracy and completeness of documentation including the Equipment List,
O&M Manuals, EMCS documentation, and system diagrams

* Provide recommendations for equipment replacement and upgrades based on observed
performance

7.4.3. Test and Balance

The standards and procedures for providing testing, adjusting, and balancing (TAB) services are
described in the NEBB Procedural Standards for the Testing, Adjusting and Balancing of
Environmental Systems.

The TAB report includes the balancing or rebalancing of the following units:
* Airinlets and outlets
* Terminal units
e Air handling units
* Outside airflows
* Exhaust fans
* Building pressurization

e Hydronic flows at coils, pumps, chillers, cooling towers, boilers, etc.

7.4.4. Utility Control Systems

Verify that the EMCS documentation is current and complete. The documentation should
include the following:

e Points List: A complete list of all input and output points in the EMCS including

— Point name
— Point type
— Sensor or actuator type
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— Expected accuracy

— Name and type of associated equipment
— Panel location

— Alarm limits

— Trending frequency

* Sequences of operation: A description of how the system is intended/programmed to
operate for each control system

e System diagram: A one-line diagram of each of the building’s systems

7.4.5. Final Adjustments

Any final adjustments to a system will be recorded and reflected in the appropriate system
documentation.

7.5. Continuous/Ongoing Commissioning (CCx) Final Report

Continuous/ongoing commissioning (CCx) differs from Commissioning (Cx), Retrocommissioning
(RTCx), and Recommissioning (RCx). Cx, RTCx and RCx are scheduled processes that encompass
the entire building, all systems, and system components. CCx is implemented after the
completion of one of the other commissioning processes and is an ongoing process designed to
immediately address specific issues as they arise. CCx is the convergence of Energy Monitoring,
EMCS monitoring and preventative maintenance. Properly executed, CCx has the potential to
eliminate the need for RTCx and RCx.

USGBC defines CCx as “a continuous process that methodically identifies and corrects system
problems to maintain optimal building performance; it includes regular measurement and
comparative analysis of building energy data over time.” More simply—continuous/ongoing
commissioning is an ongoing process to resolve operating problems, improve comfort, and
optimize energy use.

The Final Report for CCx is a followup report to a Cx, RCx, or RTCx report. The Final Report for
CCx identifies the tools and tracking software needed to benchmark the utility consumption, as
well as the alarm points and diagnostic software needed for the EMCS (Energy Management
Control System). As a comprehensive record of the project, it should become a part of the
onsite resources for the facility staff. The specific contents of the CCx Final Report will vary
according to owner needs, but should include the following:

1 - REPORT TITLE PAGE

The report title page shall include the following:
* The heading: “Certified Continuous/Ongoing Commissioning Report”
* Project name/project address
* Owner name/address/contact numbers

» Certified CCx firm name/address/contact numbers/certification number

7-12 November 2015



NASA COMMISSIONING GUIDE

2 - REPORT CERTIFICATION PAGE

The report certification page shall include the following:

Project name

Certified RCx professional’s name

Firm name; certification number; expiration date
Commissioning phases performed

Certified CCx professional’s stamp (signed & dated)

3 - TABLE OF CONTENTS PAGE

The Table of Contents shall serve as a guide to the organization of the CCx report. Include page
numbers in the report.

4 - EXECUTIVE SUMMARY

The executive summary shall include the following information:

Review of the continuous/ongoing commissioning project process utilized
Review of any deviations used
Review of each recommended corrective action and its relative priority

Review any areas of concern that are not addressed in the corrective action report and
the reasons these issues were not addressed

5 - COPY OF COMMISSIONING REPORT

A copy of the Cx, RCx, or RTCx report upon which the CCx report was based

6 — OWNER’S OPERATING REQUIREMENTS

The operating requirements should include the following information:

Current occupancy information

Change of use documentation

Zoning changes

Owner’s sustainability and building rating requirements
Energy and efficiency requirements

Operation and maintenance issues

Floor plans
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7 — ENERGY PERFORMANCE BASELINES

The Final Report shall detail energy performance baselines that need to be maintained.
Seasonal baselines are preferable — winter/summer.

* Electricity baselines
* Natural gas baselines
e Water usage baselines

— Domestic water
— Industrial water — cooling towers, etc.
— lIrrigation water

e Miscellaneous — steam, chilled water, heating hot water, #2 oil, etc.
8- COMPLETE DOCUMENTATION OF CONTROL SEQUENCES
The Final Report shall include detailed documentation of new control sequences
9 - THE EMCS TRENDING PLAN AND DATA LOGGER DIAGNOSTIC/MONITORING PLAN

The EMCS trending plan and data logger diagnostic/monitoring plan should include the
following information:

* Trending points list

Location

Variables recorded
* Baseline parameters
e Alarm points
10 — PREVENTATIVE MAINTENANCE OUTLINE

The Final CCx report shall include a detailed outline of a basic Preventative Maintenance
Program needed to maintain energy baselines and comfort requirements. The following
information is required:

* Major equipment lists

* system components

e EMCS control points

* Frequencies for PMs (daily, weekly, monthly, quarterly, semiannual, or annual)
11 - TRAINING SUMMARY INCLUDING TRAINING MATERIALS

To ensure that the benefits of continuous/ongoing commissioning are maintained over the long
term, building operators and managers shall have the right knowledge and skills. In addition to
involving facility staff during the course of the project, it is important to request that the CCx
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provider develop and conduct additional training for facility staff to implement and maintain
the program. The Training Summary should include the following:

* Energy usage analysis

* Energy accounting and benchmarking

e Operating schedules and requirements

* Investigation process and methods used to identify problems and deficiencies
e O&M requirements to keep these improvements

e Working staff ’s role in helping to maintain the persistence of savings

e Retraining on the operation of the more complex systems as they are introduced
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Appendix A — Definitions

Addition. A physical increase to a real property facility that adds to the overall dimensions of
the facility.

Alterations. Work that changes the configuration of a facility (not maintenance or repairs) but
that does not increase the value of the facility, e.g., moving a door or electrical outlet.

Assets. Any items of economic value owned by NASA. Items may be physical (tangible) or a
right to ownership (intangible) that is expressed in terms of cost or some other value.

Availability. The ratio of the actual run time of a machine or system divided by the scheduled
time for the machine or system. Usually expressed as a percentage. For example, if an air
handler is scheduled to run from 6 a.m. to 6 p.m., 5 days a week and, in fact, does run during
those times, its availability was 100 percent. If the air handler was stopped one day during the
week for one hour, its availability for that week was 98.3 percent (59 hours divided by 60
hours).

Benchmark. A standard against which something is measured.

Breakdown Maintenance. See Repair.

Budget. A formal estimate of future revenues, obligations to be incurred, and outlays to be
made during a definite period and when determined to be appropriate on the basis of accrued
expenditures and costs to be incurred.

Buildings. The classification that includes the cost of buildings, capital improvements of
buildings, and fixed equipment that is normally required for the functional use of the buildings
and becomes permanently attached to and made a part of the buildings and that cannot be
removed without cutting into the walls, ceilings, or floors, such as plumbing, heating, and
lighting equipment; elevators; central air-conditioning systems; and built-in safes and vaults.
Also included is all equipment of any type built in, affixed to, or installed in real property in such
manner that the installation cost, including special foundations or unique utilities or services, or
the facility restoration cost after removal is substantial.

Central Utility Plant Operations and Maintenance. This category is unique in that it includes the
cost of operations in addition to maintenance costs. It should be used only to capture the costs
of operating and maintaining institutional central utility plants, such as a central heating or
steam plant, wastewater treatment plant, or a central air-conditioning (chiller) plant. The
concept is that operators are assigned full time to operate the plant, but they perform
maintenance between various operating tasks, making it almost impossible to segregate
operational and maintenance costs; therefore, the costs of the full-time operators and
operations personnel (and their materials) are included in this category.
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Collateral Equipment. Encompasses building-type equipment, built-in equipment, and large,
substantially affixed equipment/property that are normally acquired and installed as part of a
facility project as described below (also see Noncollateral Equipment):

Building-Type Equipment. A term used in connection with facility projects to connote the
equipment normally required to make a facility useful and operable. It is built in or affixed to
the facility in such a manner that removal would impair the usefulness, safety, or environment
of the facility. Such equipment includes elevators; heating, ventilating, and air-conditioning
systems; transformers; compressors; and like items generally accepted as being an inherent
part of a building or structure and essential to its utility. It also includes general building
systems and subsystems, such as electrical, plumbing, pneumatic, fire protection, and control
and monitoring systems.

Built-in or Large, Substantially Affixed Equipment. A term used in connection with facility
projects of any type other than building-type equipment that is to be built in, affixed to, or
installed in real property in such a manner that the installation cost, including special
foundations or unique utilities service, or the facility restoration work required after its removal
is substantial.

Commissioning. Traditional commissioning involves performing random tests and checks on
facility systems to ensure that they are properly balanced, functionally operational, and comply
with the design intent. It systematically checks operating parameters such as pressure,
temperature, minimum and maximum air flow, lighting levels, electrical amperage and voltage,
torque, fluid volumes, and other thermodynamic measures at key locations, as well as balanced
conditions. It is a method of acceptance testing that, when performed on a random basis at
random sampling points, checks to ensure that the outcome indices at those points are in
compliance with the outcome requirements stated in the design specification.

Building and equipment acceptance is one element of a larger, more comprehensive
construction quality program known as "commissioning." Currently, there are four variations of
commissioning being practiced:

* Traditional commissioning
e Total building commissioning
e Total building recommissioning or retrocommissioning

* NASA’s customized application of a portion of commissioning called, Reliability Centered
Building and Equipment Acceptance (RCB&EA)

Component Facility. Center organizations that are geographically separated from the parent
Center.

Computerized Maintenance Management System (CMMS). A set of computer software
modules and equipment databases containing facility data with the capability to process the
data for facilities maintenance management functions. They provide historical data, report
writing capabilities, job analysis, and more. The data describe equipment, parts, jobs, crafts,
costs, step-by-step instructions, and other information involved in the maintenance effort. This
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information may be stored, viewed, analyzed, reproduced, and updated with just a few
keystrokes. The maintenance-related functions typically include the following:

* Facility/equipment inventory

* Facility/equipment history

e Work input control

* Job estimating

* Work scheduling and tracking

* Preventive and predictive maintenance
* Facility inspection and assessment

* Materials management

e Utilities management

e Corrective maintenance and repair

Condition Assessment. The inspection and documentation of the material condition of facilities
and equipment, as measured against the applicable maintenance standards. It provides the
basis for long-range maintenance planning, as well as annual work plans and budgets.

Condition-Based Maintenance (CBM). Facility and equipment maintenance scheduled only
when the condition of the facility or equipment requires it. CBM replaces maintenance
scheduled at arbitrary time or usage intervals. It usually involves the application of advanced
technology to detect and assess the actual condition. See Predictive Testing & Inspection and
Reliability Centered Maintenance.

Condition Monitoring. Also known as Predictive Maintenance. The continuous or periodic
monitoring and diagnosis of systems and equipment to forecast failure. Also see Predictive
Testing and Inspection.

Construction. The erection, installation, or assembly of a new or replacement facility or an
addition in area, volume, or both to an existing facility.

Construction Project. A facility project relating to the erection, installation, or assembly of a
new facility, replacement facility, or an addition in area, volume, or both to an existing facility.

Continuous/Ongoing Commissioning (CCx) - An ongoing process designed to resolve
operating problems, improve comfort, optimize energy use, and identify retrofits for existing
facilities. The approach is integrated into a facility’s standard operations and maintenance
(O&M) program with commissioning activities completed on an ongoing basis.

e Continuous/Ongoing commissioning is the most costly commissioning approach for
existing buildings due to necessary staff and equipment allocations. However, the process
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can identify equipment inefficiencies as they occur, allowing for quick remediation and
greater energy and cost savings.

* Continuous/Ongoing commissioning is ideal for facilities with building automation
systems, advanced metering systems, and well-run O&M programs. Federal agencies should
consider continuous/ongoing commissioning for large and complex facilities that have high
energy consumption and tenant complaints and those with a metering system and a
preventive maintenance program.

Continuous Inspection. A program of periodic, scheduled inspections of facilities and equipment
to determine their condition with respect to specified standards (including safety).

Contracting Officer’s Representative. Any person who, by appointment in accordance with
procedures prescribed by the NASA FAR Supplement, has the authority to enter into and
administer contracts and to make determinations and findings with respect thereto or has any
part of such authority.

Contractor. The supplier of an end item and associated support items to the Government under
the terms of a specific contract.

Contracts. All types of agreements and orders for the procurement of supplies or services.
Includes awards and notices of award; contracts of a fixed-price, cost, cost-plus-a-fixed-fee, or
incentive type; contracts providing for the issuance of job orders, task orders, or task letters
incentive type; contracts providing for the issuance of job orders, task orders, or task letters
thereunder; letter contracts; and purchase orders. It also includes supplemental agreements
with respect to any of the foregoing.

Corrective Maintenance. See Repair.

Current Replacement Value (CRV). Escalated value of the initial cost of an asset including all
subsequent modifications for all facilities. CRV is developed by escalating facility and collateral
equipment acquisition cost and any incremental book value changes to current-year dollars
using the Engineering News Record (ENR) Building Cost Index (BCI). Refer to NPR 8800.15 for
dollar value. The NASA Real Property Management System (RPMS) is used in performing the
required calculations. CRV is solely an escalated value and should not be used as an actual
replacement cost.

Current Year (CY). The fiscal year immediately preceding the budget year.

Deferred Maintenance (DM). The total of essential but unfunded facilities maintenance work
necessary to bring facilities and collateral equipment to the required acceptable facilities
maintenance standards (as defined in NPR 8831.2). It is the total work that should be
accomplished but that cannot be achieved within available resources. It does not include new
construction, additions, or modifications. DM does include unfunded maintenance
requirements, repairs, replacement of obsolete items (ROI), and CoF repair projects.

Design. This term encompasses both preliminary design and final design for facility projects.
Design costs are normally funded under the CoF appropriation. Design costs of facility projects
proposed for funding under appropriations other than CoF are normally funded under the same
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appropriation from which the facility project is to be funded with such costs being identified
separately from the facility project cost estimate.

Drawings. Graphical data, including drawings as defined in MIL-STD 100A and prepared in
accordance with MIL-STD-1000, Category D; aperture cards in accordance with MIL-C-9877; and
graphs or diagrams in accordance with industry standards and industry specifications on which
details are represented with sufficient information to define completely, directly, or by
reference the end result for use in the selection, procurement, or manufacture of the item
required.

Emergency Repair. The restoration of an existing facility or the components thereof when such
facilities or components have been made inoperative by major breakdown, accident, or other
circumstances that could not be anticipated in normal operations, and the repair thereof is of
such urgency that it cannot await programming and accomplishment in the normal budget
cycle. In the process of emergency repair, the replacement of components or materials shall be
of the size or character currently required to meet firm demands or needs.

Estimated Cost. A calculated, anticipated amount, as distinguished from an actual outlay, based
on related cost experience, prevailing wages and prices, or anticipated future conditions,
usually for the purposes of contract negotiation, budgetary control, or reimbursement.

Facilities Condition Assessment. See Condition Assessment

Facilities Contract. A contract type under which Government facilities and equipment are
provided to a contractor by the Government for use in connection with the performance of
separate, related procurement or support services contract(s) for supplies or services. The term
includes facilities acquisition contracts, facilities use contracts, and consolidated facilities
contracts.

Facilities Management. Planning, prioritizing, organizing, controlling, reporting, evaluating, and
adjusting facility use to support NASA activities based on customers’ facility needs and Center
mission requirements. See also Facilities Maintenance Management.

Facilities Maintenance. The recurring day-to-day work required to preserve facilities (buildings,
structures, grounds, utility systems, and collateral equipment) in such condition that they can
be used for their designated purpose over an intended service life. It includes the cost of labor,
materials, and parts. Maintenance minimizes or corrects wear and tear and, thereby, forestalls
major repairs. Facilities maintenance includes PM, PT&lI, grounds care, Programmed
Maintenance (PGM), repair, TCs, ROI, and service requests (SRs) (not a maintenance item but
work performed by maintenance organizations). Facilities maintenance does not include new
work, work on noncollateral equipment, or maintenance performed in the Central Plant by
plant operations personnel.

Facilities Maintenance Management. Planning, prioritizing, organizing, controlling, reporting,
evaluating, and adjusting facilities maintenance operations to support NASA activities with
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quality facilities based on customers’ facility needs and predetermined maintenance goals at
minimum cost.

Facility. A term used to encompass land, buildings, other structures, and other real property
improvements, including utilities and collateral equipment. The term does not include
operating materials, supplies, special tooling, special test equipment, and noncapitalized
equipment. The term facility is used in connection with land, buildings (facilities having the
basic function to enclose usable space), structures (facilities having the basic function of a
research or operational activity), and other real property improvement.

Facility Improvement. That construction necessary to upgrade or replace obsolete facilities or
to expand a facility to improve the operating efficiency of an installation.

Facility Project. The consolidation of applicable, specific individual types of facility work,
including related collateral equipment, that is required to fully reflect all of the needs generally
relating to one facility that has been or may be generated by the same set of events or
circumstances that are required to be accomplished at one time in order to provide for the
planned, initial operational use of the facility or a discrete portion thereof.

Find. Discovery utilizing PT&I of an impending failure or degrading condition of a facility,
system, or equipment that indicates action is required to prevent failure.

Improvements. Additions to land, buildings, other structures, and other attachments or
annexations to land that are intended to remain so attached or annexed, such as sidewalks,
drives, tunnels, utilities, and installed collateral equipment.

Inventory. The facilities and equipment inventory is the foundation of an effective facilities
maintenance management program. It is the baseline for what is to be maintained. The
inventory permits identifying maintainable items, including those subject to preventive
maintenance or operator maintenance.

Life Cycle Costs (LCC). A form of economic analysis that considers the total cost of owning,
operating, and maintaining a building over its useful life. Life cycle costs are the sum of the
present value of the following:

* Investment costs, less salvage values, at the end of a study period
* Nonfuel operation and maintenance costs

e Costs of replaced building systems, less salvage costs

* Energy costs

Major Facility Work (Discrete Institutional or Program Funded). Construction and revitalization
work in excess of S5 million, land acquisition, and emergency repair approved under the
provisions of Section 308(b) of the National Aeronautics and Space Act of 1958, as amended, at
any cost.
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Metrics. Meaningful measures. For a measure to be meaningful, it needs to present data that
encompasses the right action. In the context of NPR 8831.2, metrics refer to management and
performance measures.

Minor Facility Work (Institutional or Program Funded). Construction and revitalization work in
excess of $1 million but not exceeding $5 million

Mission Critical. A building, area, or system that is critical to the Center’s mission or is essential
for Center of Excellence performance.

Mission Support. A building, area, or system that provides support to the Center’s primary
mission or Center of Excellence assignment.

Modification. See Rehabilitation and Modification.

New Building Commissioning. New building commissioning happens during the design and
construction of new facilities. The process ensures that systems and equipment in new
buildings operate properly. This is done through design reviews, functional testing, system
documentation, and operator training.

Federal agencies should consider new building commissioning when building new facilities or
undergoing major facility renovations. The process is best implemented through all phases of
construction.

Noncollateral Equipment. All equipment other than collateral equipment. Such equipment,
when acquired and used in a facility or a test apparatus, can be severed and removed after
erection or installation without substantial loss of value or damage thereto or to the premises
where installed. Noncollateral equipment imparts to the facility or test apparatus its particular
character at the time (e.g., furniture in an office building, laboratory equipment in a laboratory,
test equipment in a test stand, machine tools in a shop facility, and computers in a computer
facility) and is not required to make the facility useful or operable as a structure or building (See
also Collateral Equipment).

Obligation. A legally binding agreement that will result in the outlay or expenditure of funds
immediately or in the future. A bona fide need shall exist to create an obligation, such as when
a contract is awarded, an order is placed, or a service is received.

Operator Maintenance. The examination, lubrication, minor repair (usually no larger than
trouble call scope), and adjustment of equipment and systems in the assigned plant.

Outage. The planned or unintentional interruption or termination of a utility service, such as
electricity, water, steam, chilled water, or communication.

Payback. The amortization period, in years, calculated by dividing the budget estimate by the
total expected annual savings.
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Planned Repair. Repair performed prior to failure. Material condition degradation, usually
identified through PM, PT&l, or other inspection, is repaired to prevent catastrophic failure.
Also, see Repair.

Predictive Testing & Inspection (PT&I). The use of advanced technology to assess machinery
condition. The PT&I data obtained allows for planning and scheduling preventive maintenance
or repairs in advance of failure. Also, see Condition Monitoring and Condition-Based
Maintenance.

Preventive Maintenance (PM). Also called time-based maintenance or interval-based
maintenance. PM is the planned, scheduled periodic inspection (including safety), adjustment,
cleaning, lubrication, parts replacement, and minor (no larger than trouble call scope) repair of
equipment and systems for which a specific operator is not assigned. PM consists of many
checkpoint activities on items that if disabled would interfere with an essential Center
operation, endanger life or property, or involve high cost or long lead time for replacement. To
progress away from reactive maintenance, PM schedules periodic inspection and maintenance
at predefined time or usage intervals in an attempt to reduce equipment failures. Depending on
the intervals set, PM can result in a significant increase in inspection and routine maintenance.
However, a weak or nonexistent PM program can result in safety and/or health risks to
employees, much more emergency work, and costly repairs.

Proactive Maintenance. The collective efforts to identify, monitor, and control failure with an
emphasis on understanding and eliminating the cause of failure. Proactive maintenance
activities include developing design specifications to incorporate maintenance lessons learned
and to ensure future maintainability and supportability, developing repair specifications to
eliminate underlying causes of failure, and performing Root Cause Failure Analysis (RCFA) to
understand why in-service systems failed.

Programmed Maintenance (PGM). Those maintenance tasks whose cycle exceeds 1 year, such
as painting a building every 5th year. (This category is different from PM in that if a planned
cycle is missed, the original planned work still remains to be accomplished. In PM, only the next
planned cycle is accomplished instead of doing the work twice, such as two lubrications, two
adjustments, or two inspections.)

Project. Within a program, this is an undertaking with a scheduled beginning and end that
normally involves one of the following primary purposes: (1) Design, development, and
demonstration of major advanced hardware items; (2) design, construction, and operation of a
new launch vehicle (and associated ground support) during its R&D phase; or (3) construction
and operation of one or more aeronautical or space vehicles; this includes the necessary
ground support to accomplish a scientific or technical objective.

Reactive Maintenance. See Repair.

Real Property. Land, buildings, structures, utility systems, and improvements and
appurtenances, thereto, permanently annexed to land. Also includes collateral equipment (i.e.,
building-type equipment, built-in equipment, and large substantially affixed equipment).
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Real Property Management System (RPMS). A NASA-wide data system for real property that
serves as an automated method for maintaining and reporting all real property data. The RPMS
includes the forms, codes, and procedures used in the RPMS that conform to NASA guidance
and requirements. The RPMS contains information on all NASA real estate including land,
buildings, structures, utility systems, improvements, and appurtenances thereto permanently
annexed to land. The data in the RPMS includes age, classification, CRV, and other information.

Recommissioning and Retrocommissioning. Recommissioning and Retrocommissioning
both cover the practice of commissioning existing buildings. The processes include testing and
adjusting building systems to meet original design intent and/or optimize systems to satisfy
shifting operational needs. Recommissioning and Retrocommissioning rely on building and
equipment documentation along with functional testing to optimize performance.

e Recommissioning is ideal to tune buildings that have already been commissioned. The
process brings building performance back to its original design intent and operational
efficiency. Federal agencies should consider recommissioning for relatively new
buildings that were commissioned during construction but have experienced increased
energy needs.

* Retrocommissioning is ideal for older facilities that have never been through the
commissioning process. Federal agencies should consider retrocommissioning if facility
systems are old, expensive to operate, and experiencing a lot of equipment failures.

Recurring Maintenance. Maintenance performed on an item of equipment that is planned and
performed on a set work schedule. The work and work schedules are based on established
standards.

Rehabilitation and Modification. Facility work required to restore, enhance, alter, or adjust a
facility or component thereof, including collateral equipment, to such condition that it can be
more effectively used for its presently designated purpose or to increase its functional
capability. To simplify facility project titles, work may be properly identified as rehabilitation
provided the primary reason for accomplishment is that the basic restoration work shall be
done in any event. It is prudent to accomplish any related enhancement, alteration, or
adjustment work concurrently. If the pressing requirement is for alteration and adjustment
work to achieve an increase in functional capability, then this may be simply classified as
"modification," even though restoration is also involved.

Reliability-Centered Building and Equipment Acceptance (RCB&EA). The use of Reliability-
Centered Maintenance (RCM) and PT&I technologies in conjunction with traditional and total
building commissioning processes prior to and during the equipment startup/checkout phase of
new construction, repair, and rehabilitation projects to ensure quality installation and accurate
baseline documentation.

Reliability-Centered Maintenance (RCM). The process that is used to determine the most
effective approach to maintenance. It involves identifying actions that, when taken, will reduce
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the probability of failure and that are the most cost effective. It seeks the optimal mix of
condition-based actions, other time- or cycle-based actions, or a run-to-failure approach. (See
also Condition-Based Maintenance, Predictive Testing & Inspection.)

Repair. Facility work required to restore a facility or component, including collateral equipment,
to a condition substantially equivalent to its originally intended and designed capacity,
efficiency, or capability. It includes the substantially equivalent replacements of utility systems
and collateral equipment necessitated by incipient or actual breakdown. It includes restoration
of function, usually after failure. (Also, see Planned Repair.)

Replacement of Obsolete Items (ROI). There are many components of a facility system that
should be programmed for replacement as a result of becoming obsolescent (no longer parts-
supportable), not meeting electrical or building codes, or being unsafe. The components,
however, are still operational and would not be construed as a system repair. Examples are as
follows:

e Electric switchgear, breakers, and motor starters

* Elevators

e Control systems

* Boiler and central HVAC systems and controls

* Fire detection systems

* Cranes and hoists

e A/Cand other systems using chlorofluorocarbon (CFC) refrigerants

Root-Cause Failure Analysis (RCFA). The process of exploring in increasing detail all possible
causes related to a machine failure. Failure causes are grouped into general categories for
further analysis. For example, causes can be related to machinery, people, methods, materials,
policies, environment, and measurements.

Service Requests (SR). Service requests are not maintenance items, but are so often performed
by facilities maintenance organizations that they become a part of the baseline. Service
requests are requests for facilities-related work that is new in nature and, as such, should be
funded by the requesting organization. Requests are initiated by anybody at the Center, are
usually submitted on a form, often require approval by someone before any action is taken, and
usually are planned and estimated. Examples of these requests include installation of an outlet
to support a new copier machine, providing a compressed air outlet to a new test bench,
renovating an office, and installing special cabinetry.

Specifications. A document that stipulates methods, materials, performance, testing,
limitations, or other criteria that shall be adhered to during the construction of a facility.

Standard. Maintenance standards are defined as the expected condition or degree of
usefulness of a facility or equipment item. A maintenance standard may be stated as both a
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desired condition and a minimum acceptable condition beyond which the facility or equipment
is deemed unsatisfactory.

Time-Based Maintenance. See Preventive Maintenance.

Trouble Calls (TC). Trouble calls are generally submitted by telephone or electronically by
occupants of a facility (or facility managers or maintenance workers). This category is composed
of two types of work:

* Routine Calls are minor facility problems that are too small to be estimated (usually less
than about 20 work hours or $2,000) and generally are responded to by grouping
trouble calls by craft and location.

* Emergency Calls, which normally start as trouble calls, require immediate action to
eliminate hazards to personnel or equipment, to prevent loss of or damage to Center
property, or to restore essential services that have been disrupted. Emergency work is
usually a response-type work effort, often initially worked by trouble call technicians.
Due to its nature, emergency work is not restricted to a level of effort, as are trouble
calls.

Unconstrained Maintenance and Repair (M&R). Maintenance and repair work that a reasonable
manager would estimate is needed to maintain a facility inventory in “good commercial”
condition without funding restraints. The estimate would not allow DM to grow and would
provide a level of reliability that the supported programs would find acceptable for their
missions.

Work Control Center (WCC). The central organization point for receipt, tracking, and
management of work generated from all sources.

Work Generation. The process of identifying and documenting maintenance deficiencies and
requirements.

Work Order. The document directing shops to perform certain items of maintenance work. It
includes the specific maintenance task requirements (usually by craft), labor, material, and
equipment estimates; coordinating instructions; and administrative and financial information.

Work Request. A written or oral request from customers or internal maintenance personnel
who have observed deficiencies and perceive a need for maintenance or repair work or who
have a request for new work. The work request is evaluated by management and, if approved,
converted into a work order for accomplishment.
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Appendix B — Acronyms

A&E - Architect and Engineer

A/C - Air Conditioning

CADD - Computer-Aided Design and Drafting
CBM - Condition Based Maintenance

CFC - Chlorofluorocarbons

CMMS - Computerized Maintenance Management System
CMO - Center Management and Operations
CoF - Construction of Facilities

CCx — Continuous/Ongoing Commissioning
COR - Contracting Officers Representative
COSS - Center Operations Support Services
CRV - Current Replacement Value

Cx - Commissioning

CxA - Commissioning Agent

DDC - Direct Digital Control

DM - Deferred Maintenance

EMCS - Energy Monitoring and Control System
ENR - Engineering News Record

EPA - Environmental Protection Agency

EPS - Engineered Performance Standards
ESPC - Energy Savings Performance Contract
FAR - Federal Acquisition Regulation

FCA - Facility (Facilities) Condition Assessment
FM - Facility Management

FP&D - Facilities Planning and Design

FY - Fiscal Year

GIS - Geographic Information System
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HVAC - Heating, Ventilating, and Air-Conditioning

IDIQ - Indefinite Delivery/Indefinite Quantity

IRT - Infrared Thermography

LCC - Life Cycle Cost

LEED - Leadership in Energy and Environmental Design
M&R - Maintenance and Repair

NASA - National Aeronautics and Space Administration
NPD - NASA Policy Directive

NPR - NASA Procedural Requirements

O&M - Operations and Maintenance

OSHA - Occupational Safety and Health Administration
PER - Preliminary Engineering Report

PGM - Programmed Maintenance

PM - Preventive Maintenance

POE - Postoccupancy Evaluation

PP&E - Property, Plant, and Equipment

PT&I - Predictive Testing and Inspection

RCB&EA - Reliability Centered Building and Equipment Acceptance
RCFA - Root-Cause Failure Analysis

RCM - Reliability Centered Maintenance

RCx - Recommissioning

RTCX - Retrocommissioning

ROI - Replacement of Obsolete Items; Return on Investment
RPMS - Real Property Management System

SeqOp - Sequence of Operation

SOW - Statement of Work

SR - Service Request

TAB - Test & Balance Contractor

TC - Trouble Call(s)

USGBC - U.S. Green Building Council
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VFD - Variable Frequency Drive
WBS - Work Breakdown Structure
WCC - Work Control Center
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Appendix C— Commissioning Task
Responsibility Matrix

New Buildings: Predesign Phase

FPM

CxA

DOR

GC

0&M

1. Select Commissioning Authority (CxA) (or write task order to IDIQ
Commissioning Contractor). CxA to support project through 12 month
construction warranty period

2. Develop Government’s project requirements document with the
commissioning authority (CxA).

a.

Review Center lessons learned & NASA Postoccupancy Surveys

b.

Review lessons learned from CxA

Hold PDRI workshop

Develop building performance and benchmarks

wv| w»n| Y wm

Document project budget

-

Review PER or programming document

Constructability report

=| o

Establish definition of project success

| 9| wvn| | U O

p—

Maintainability of each system

Maintenance and operations capabilities of staff

k.

Systems manual requirements

1.

Training and documentation requirements

| U w»| »nhl w»nl wn| T

3. Recommend to owner if existing 0&M staff capabilities will have to be
enhanced

4. Assist development of the initial commissioning process plan

5. Develop the scope of work for the commissioning process with the
commissioning authority

6. Prepare commissioning process milestones and schedule

7. Prepare Issues and Resolution Log format

8. Prepare Cx Report Format

9. Verify that the basis of design, Commissioning Plans, and OPR
requirements are in the contract with the designer
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10. Identify commissioning activities that should be included in the scope of
. S P S
work for the design team
LEGEND
CxA | Commissioning Authority
DOR | Designer of Record
FPM | Facility Project Manager
GC | General Contractor or their Subcontractor
0O&M | Operations and Maintenance
P Primary person responsible for task
PDRI | Project Definition Rating Index
PER | Preliminary Engineering Report
S Provides support to Primary person responsible
New Buildings: Design Phase = < % 5 023
= | S |a |©° | &
1. Verify the completion of the basis of design and compliance with the S p S

Owner’s Project Requirements (OPR)

2. Oversee the commissioning component of the design review process
(e.g., comment incorporation, work changes, issue logs, progress reports, |S P S
checklists, construction documents)

3. Ensure the inclusion of the commissioning team and requirements in
the design process (e.g., communications, meetings, team members, S P S
assigned responsibilities)

4. Manage the commissioning team (e.g., identify specialists, document

meeting content, communicate action items, resolve resistance from key | S p S S
members)
5. Ensure that commissioning activities are included in the contract S S p
documents
6. Ensure the commissioning plan is updated S P
7. Analyze cost-benefit values S S P
8. Ensure the documentation of commissioning process activities
a. Update Owner’s project requirements S P
b. Ensure an updated basis of design document is received S S P
c. Define what should be included in the systems manuals S P S
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d. Refine training requirements in the contract documents S P S
e. Confirm maintenance and operations capabilities of facilities staff |S S P
f. Issues and Resolution Log S P
LEGEND
CxA Commissioning Authority
DOR Designer of Record
FPM Facility Project Manager
GC General Contractor or their
Subcontractor
0&M Operations and Maintenance
P Primary person responsible for task
PDRI Project Definition Rating Index
PER Preliminary Engineering Report
S Provides support to Primary person
responsible
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New Buildings: Construction Phase

S lg | 2o | =
X | O

E |5 |a S |8
1. Facilitate inclusion of commissioning activities during the prebid process P S
2. Verify that commissioning activities have been integrated into construction S p S
schedules as needed
3. Ensure the commissioning process and activities are presented during the p S
construction kick-off meeting
4. Validate execution of the commissioning plan S P S

5. Provide commissioning review of submittals, resolve commissioning
exceptions of approved submittals & document

6. Ensure construction checklists are developed and completed S P S

7. Facilitate the assessment of whether checklists and tests are specific to the
project within the commissioning scope, e.g.

a. Testing protocols S P S S S
b. Construction checklists S P S S S
c. Startup review S P S S S
d. Reports validation S P S S S
e. Resolution of testing issues S P S S S
8. Construction Observation and Testing
a. Visually inspect installation of commissioned systems to ensure S S S
compliance with OPR and report on deficiencies
b. Witness performance testing and report on deficiencies S P S S
9. Facilitate updating of commissioning documents, e.g.
a. Owner’s project requirements S p S S
b. Commissioning plan S S IS S
c. Issues and Resolution Log S S IS P
d. Basis of design S P S
e. Record documentation S S S
f.  Systems manual S S S
g. Training requirements S S
h. Commissioning meeting agendas, sign-in sheets and minutes S S P
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10. Produce commissioning progress reports & Final Construction
Commissioning Report

LEGEND
CxA Commissioning Authority
DOR Designer of Record
FPM Facility Project Manager
GC General Contractor or their Subcontractor

0&M Operations and Maintenance

P Primary person responsible for task
PDRI Project Definition Rating Index
PER Preliminary Engineering Report

S Provides support to Primary person

responsible

New Buildings: Occupancy and Operations Phase

DOR

GC

1. Ensure delivery of training for operations and maintenance staff

“FPM

“lcxA

“b&M

2. Assess the effectiveness of training for facilities operations and
maintenance staff

3. Ensure seasonal testing of the facility as required

4. Evaluate effectiveness of the systems manual

5. Direct updates to the system manual

6. Resolve system deficiencies

7. Convene a lessons learned workshop

wn|l »n| vl vl n

T| w»| wn| T ©

wn| ™| T w»n| wn

8. Ensure development of an ongoing commissioning program for the

facility

9. Ensure the commissioning authority participates in the evaluation of
systems and assemblies performance before the one-year contractor
warranty expiration

10. Ensure the final commissioning documents are is delivered

a.

Government’s project requirements
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b. Commissioning Report S p
c. Issues and Resolution Log S P
d. Basis of design S P
e. Record documentation S P
f.  Systems manual S P
LEGEND

CxA Commissioning Authority

DOR Designer of Record

FPM Facility Project Manager

GC General Contractor or their
Subcontractor

0&M Operations and Maintenance
P Primary person responsible for task

PDRI Project Definition Rating Index

PER Preliminary Engineering Report
S Provides support to Primary person

responsible
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Appendix D — Lessons Learned From
Postoccupancy Surveys

D.1 Postoccupancy Evaluations

NASA started a Postoccupancy Evaluation (POE) Program in 2011. At the time the program was
started there was no design or construction feedback mechanism in place as a result, both HQ
and the Centers were interested in establishing a lessons learned database to share with all
communities of practice across the agency.
The NASA POE program consists of a series of surveys, the process evaluation, an independent
evaluation and benchmarking. Besides interviewing the occupants, the facility manager and
O&M staff also are surveyed. The process evaluation consists of interviewing the project
planning, design, and construction teams, as well as the end user. This is done to extract the
lessons learned from the process; plan through occupancy; and determine how well the facility
meets the needs of the end user. The team conducting the POE also provides an independent
evaluation and the facility is benchmarked against industry standards for energy, 